
IEM series
P-CAP Touch Screen Monitor



Support 

Application

 Smart City
Transportation

Automation FitnessRetail

Compact Stand with Cable Access for Easy Installation 

Cable Access

100 mm

VESA
Mount

100 x 100 mm VESA Mount

100 mm

Vivid Color Portrait and Landscape View Support

IEM series
P-CAP Touch Screen Monitor

● HMI-friendly (human machine interface) design

● Reliable & water proof design: Front IP65 & IK08 complied

● Versatile using scenario - landscape & portrait mode

● Cable management bracket stand

● USB Type-C for Touch Interface

10”/15" /22"
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Model name TBD IEM-151A2013P1XXXX IEM-220A2001P1XXXX

Size 10.1" TFT LCD 15.6" TFT LCD 21.5" TFT LCD

Resolution (Max.) 1280 x 800 1920 x 1080 1920 x 1080

Contrast Ratio 1000:1 1000:1 1000:1

Brightness 450 nits (No Touch), 382 nits (P-CAP) 450 nits (No Touch), 405 nits (P-CAP) 250 nits (No Touch), 225 nits (P-CAP)

View Angle H:160˚, V:160˚ H:178° , V:178° H:178° , V:178°

 Touch LCD Display

Touch Screen Projected Capacitive Projected Capacitive Projected Capacitive

Touch Points (Max.)Touch Points (Max.) 10 10 10

Touch Screen 
Interface

USB-HID USB-HID USB-HID

Touch OSD/
Hover Touch

- - -

Treatment of CG - - -

IO ports

Serial Port 1 x RJ11 (for Remote Key) 1 x RJ11 (for Remote Key) 1 x RJ11 (for Remote Key)

USB Port 1 x USB (Type C) for Touch Interface 1 x USB (Type C) for Touch Interface 1 x USB (Type C) for Touch Interface

Video Port
1 x VGA, 1 x DP, 1 x HDMI, 1x USB Type 

C (Alt Mode for DP video support)
1 x VGA, 1 x DP, 1 x HDMI, 1x USB Type 

C (Alt Mode for DP video support)
1 x VGA, 1 x DP, 1 x HDMI, 1x USB Type 

C (Alt Mode for DP video support)

Audio Port Audio-in Audio-in Audio-in

Power Input 1 x 2.1 mm 12V DC Jack, 1x USB Type C 1 x 2.1 mm 12V DC Jack, 1x USB Type C 1 x 2.1 mm 12V DC Jack, 1x USB Type C

Physical Properties

Power Supply
36W (12V, 3A)

 External Power Adaptor
50/60W (12V) 

External Power Adaptor
50/60W (12V) External Power Adaptor

Speaker - - 2 x 2W

Housing Color Black Black Black

Construction  Glass, SECC Metal, Plastic  Glass, SECC Metal, Plastic  Glass, SECC Metal, Plastic

Compliance - - -

Dimensions 
(W x H x D mm) 
w/o stand

245.5 x 170.5 x 30.3 369.1 x 223.7 x 27.2 (monitor only) 510.96 x 308.01 x 37.9   (monitor only)

Net Weight* (kg) 0.94 1.805 (monitor only) 4.05 (monitor only)

Gross Weight* (kg) 9.7 (5pcs per carton) 2.80 (monitor only) 8.8 (monitor only)

Carton (W x 
H x D mm)

"630.0 x 335.0 x 295.0 
(5pcs per carton)"

- -

VESA (mm) 75 x 75  100 x 100 100 x 100

Ball Drop / IK - - -

Safety

Certifications CE, FCC, LVD, RoHS CE, FCC, CCC, LVD, RoHS CE, FCC, CCC, LVD, RoHS

Environment

Operating 
Temperature

0˚C ~ 40˚C, 20% ~ 80% 
RH. Non-Condensing

0˚C ~ 40˚C, 20% ~ 80% 
RH. Non-Condensing

0˚C ~ 40˚C, 20% ~ 80% 
RH. Non-Condensing

Storage 
Temperature

-20˚C ~ 60˚C, 10% ~ 90% 
RH. Non-Condensing

-20˚C ~ 60˚C, 10% ~ 90% 
RH. Non-Condensing

-20˚C ~ 60˚C, 10% ~ 90% 
RH. Non-Condensing

Optional Peripheral

Remote Key - - -

Cable - - -

Power Cord - - -

Adaptor - - -

Bracket - - -

Stand - - -
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