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 Smart City
Transportation

Enterprise FitnessRetail

● Seperated Wifi/BT channel 

     for better connection stability

● Support multi-touch

● Support Android、Windows
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Model name IEC-15A2 IEC-15B2

Main

Processor
Rockchip RK3399, dual Cortex-A72 big 
core + quad Cortex-A53 small core. The 

highest basic frequency is 2.0 GHz.
Core™ i5-7300U Processor (2.60 GHz, 3M Cache)

GPU Mail-T860 MP4 Intel® HD Graphic 620

System Memory 4GB LPDDR4 8GB So-DIMM DDR4, 2133 MHz

Storage Device 32GB eMMC 128GB M.2 SSD

Wi-Fi & Bluetooth 802.11 a/b/g/n/ac, Bluetooth 4.1 (Support BLE) 802.11 a/b/g/n/ac, Bluetooth 4.2 (Support BLE)

4G LTE option -

Touch LCD Display

Size 15.6 ” TFT LCD 15.6 ” TFT LCD 

Resolution (Max.) 1920 x 1080 1920 x 1080

Contrast Ratio 1000:1 1000:1

Brightness(Touch Type) 450 nits (No Touch), 405 nits (P-CAP) 450 nits (No Touch), 405 nits (P-CAP)

View Angle H:178˚, V:178˚ H:178˚, V:178˚

Touch Screen Projected Capacitive Touch Projected Capacitive Touch

Touch Points (Max.) 10 Points 10 Points

Touch Screen Interface USB-HID USB-HID

Display Surface 7H Hardness durable glass 7H Hardness durable glass

IO Ports

Serial Port
2 x UART, wafer 2.0mm 4P (Internal port)

1 x RS232, wafer 2.0mm 3P  (Internal port)
1 x RS485, wafer 2.0 3P  (Internal port)

-

USB Port

1 x USB 3.0 Type A
1 x USB 3.0 Type C ( support 

DP alt mode, 4lanes)
2 x USB2.0 HOST Type-A(Internal port)

2 x USB 2.0 Type A, 2 x USB 3.0 Type A 
1 x USB-C 3.1 (5@3A Output) 

1 x USB-C 3.1  (support Display 
ALT Mode and PD2.0)

Video Port 1 x HDMI 2.0 Type-A  
(4K@60Hz), HDCP 1.4/2.2 1 x Mini DP

Audio Port - -
LAN Port 1 x RJ45 Giga LAN 1 x RJ45 Giga LAN
Power Input DC-Jack (2-pin) DC-Jack (4-pin)
SIM Slot 1 x Micro  SIM slot -
SD Slot 1 x TF slot -
OS Supported

System Android 9.0 with GMS Windows 10

Physical Properties

Power Supply 12V/60W External Power Adaptor 24V/120W External Power Adapter
Speaker 2 x 2W 2 x 2W
Housing Color Black Black

Construction Glass, SECC Metal, Plastic Glass, SECC/Die-casting Metal, Plastic

Dimensions 
(W x H x D mm); monitor only 369.1 x 223.7 x 27.2 369.1 x 223.7 x 35.2

Net Weight* (kg) 1.805kg 2..01kg
Gross Weight* (kg) 2.8kg 3.01kg
Carton (W x H x D mm) 455 mm x 315 mm x 150 mm 455 mm x 315 mm x 150 mm
VESA (mm) 100 mm x 100 mm 100 mm x 100 mm
VESA (mm)

Certifications CE, FCC, LVD, UL, RoHS CE, FCC, LVD, UL, RoHS
Environment

Operating 
Temperature

0°C ~ 40°C, 20% ~ 80% 
RH. Non-Condensing

0°C ~ 40°C, 20% ~ 80% 
RH. Non-Condensing

Storage 
Temperature

-20°C ~ 60°C, 10% ~ 90% 
RH. Non-Condensing -20°C ~ 60°C, 10% ~ 90% RH. Non-Condensing

Optional Peripheral

MSR 1 (USB) 1 (USB)

Camera 1 (USB) 1 (USB)

Stand 1 (Metal) 1 (Metal)
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Model name IEC-15B3 IEC-15B4

Main

Processor
Core™ i3-7100U Processor 

(2.40 GHz, 3M Cache) Celeron® Processor 3965U (2.20 GHz, 2M Cache)

GPU Intel® HD Graphic 620 Intel® HD Graphic 620

System Memory 8GB So-DIMM DDR4, 2133 MHz 8GB So-DIMM DDR4, 2133 MHz

Storage Device 128GB M.2 SSD 128GB M.2 SSD

Wi-Fi & Bluetooth 802.11 a/b/g/n/ac, Bluetooth 4.2 (Support BLE) 802.11 a/b/g/n/ac, Bluetooth 4.2 (Support BLE)

4G LTE - -

Touch LCD Display

Size 15.6 ” TFT LCD 15.6 ” TFT LCD 

Resolution (Max.) 1920 x 1080 1920 x 1080

Contrast Ratio 1000:1 1000:1

Brightness(Touch Type) 450 nits (No Touch), 405 nits (P-CAP) 450 nits (No Touch), 405 nits (P-CAP)

View Angle H:178˚, V:178˚ H:178˚, V:178˚

Touch Screen Projected Capacitive Touch Projected Capacitive Touch

Touch Points (Max.) 10 Points 10 Points

Touch Screen Interface USB-HID USB-HID

Display Surface 7H Hardness durable glass 7H Hardness durable glass

IO Ports

Serial Port 1 x RS232 (DB9 Type) 1 x RS232 (DB9 Type)

USB Port
2 x USB 2.0 Type A, 2 x USB 3.0 Type A 

1 x USB-C 3.1  (support Display 
ALT Mode and PD2.0)

2 x USB 2.0 Type A, 2 x USB 3.0 Type A 
1 x USB-C 3.1  (support Display 

ALT Mode and PD2.0)
Video Port 1 x Mini DP 1 x Mini DP
Audio Port - -
LAN Port 1 x RJ45 Giga LAN 1 x RJ45 Giga LAN
Power Input DC-Jack (4-pin) DC-Jack (4-pin)
SIM Slot - -
SD Slot - -
OS Supported

System Windows 10 Windows 10

Physical Properties

Power Supply 24V/120W External Power Adapter 24V/120W External Power Adapter
Speaker 2 x 2W 2 x 2W
Housing Color Black Black

Construction Glass, SECC/Die-casting Metal, Plastic Glass, SECC/Die-casting Metal, Plastic

Dimensions 
(W x H x D mm); monitor only 369.1 x 223.7 x 35.2 mm 369.1 x 223.7 x 35.2 mm

Net Weight* (kg) 2..01kg 2..01kg
Gross Weight* (kg) 3.01kg 3.01kg
Carton (W x H x D mm) 455 mm x 315 mm x 150 mm 455 mm x 315 mm x 150 mm
VESA (mm) 100 mm x 100 mm 100 mm x 100 mm
VESA (mm)

Certifications CE, FCC, LVD, UL, RoHS CE, FCC, LVD, UL, RoHS
Environment

Operating 
Temperature

0°C ~ 40°C, 20% ~ 80% 
RH. Non-Condensing

0°C ~ 40°C, 20% ~ 80% 
RH. Non-Condensing

Storage 
Temperature

-20°C ~ 60°C, 10% ~ 90% 
RH. Non-Condensing

-20°C ~ 60°C, 10% ~ 90% 
RH. Non-Condensing

Optional Peripheral

MSR 1 (USB) 1 (USB)

Camera 1 (USB) 1 (USB)

Stand 1 (Metal) 1 (Metal)
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Model name IEC-22A2 IEC-22B2

Main

Processor
Rockchip RK3399, dual Cortex-A72 big 
core + quad Cortex-A53 small core. The 

highest basic frequency is 2.0 GHz.
Core™ i5-7300U Processor (2.60 GHz, 3M Cache)

GPU Mail-T860 MP4 Intel® HD Graphic 620

System Memory 4GB LPDDR4 8GB So-DIMM DDR4, 2133 MHz

Storage Device 32GB eMMC 128GB M.2 SSD

Wi-Fi & Bluetooth 802.11 a/b/g/n/ac, Bluetooth 4.1 (Support BLE) 802.11 a/b/g/n/ac, Bluetooth 4.2 (Support BLE)

4G LTE option ---

Touch LCD Display

Size 21.5” TFT LCD 21.5” TFT LCD 

Resolution (Max.) 1920 x 1080 1920 x 1080

Contrast Ratio 1000:1 1000:1

Brightness(Touch Type) 250 nits (No Touch), 225 nits (P-CAP) 250 nits (No Touch), 225 nits (P-CAP)

View Angle H:178˚, V:178˚ H:178˚, V:178˚

Touch Screen Projected Capacitive Touch Projected Capacitive Touch

Touch Points (Max.) 10 Points 10 Points

Touch Screen Interface USB-HID USB-HID

Display Surface 7H Hardness durable glass 7H Hardness durable glass

IO Ports

Serial Port
2 x UART, wafer 2.0mm 4P  (Internal port) 

1 x RS232, wafer 2.0mm 3P  (Internal port) 
1 x RS485, wafer 2.0 3P  (Internal port)

-

USB Port
1 x USB 3.0 Type A, 1 x USB 3.0 Type C  

( support DP alt mode, 4lanes) 
2 x USB2.0 HOST Type-A(Internal port)

2 x USB 2.0 Type A, 2 x USB 3.0 Type A 
1 x USB-C 3.1 (5@3A Output) 

1 x USB-C 3.1  (support Display 
ALT Mode and PD2.0)

Video Port 1 x HDMI 2.0 Type-A 
 (4K@60Hz), HDCP 1.4/2.2 1 x Mini DP

Audio Port - -
LAN Port 1 x RJ45 Giga LAN 1 x RJ45 Giga LAN
Power Input DC-Jack (2-pin) DC-Jack (4-pin)
SIM Slot 1 x Micro  SIM slot
SD Slot 1 x TF slot -
OS Supported

System Android 9.0 with GMS Windows 10

Physical Properties

Power Supply 12V/60W External Power Adaptor 24V/120W External Power Adapter
Speaker 2 x 2W 2 x 2W
Housing Color Black Black

Construction Glass, SECC Metal, Plastic Glass, SECC Metal, Plastic

Dimensions 
(W x H x D mm); monitor only 510.96 mm x 308.01 mm x 37.90 mm 510.96 x 308.01 x 45.9 mm

Net Weight* (kg) 4.0 kg 4.2kg
Gross Weight* (kg) 6.2 kg 6.6kg
Carton (W x H x D mm) 610 mm x 405 mm x 160mm 610 mm x 405 mm x 160 mm
VESA (mm) 100 mm x 100 mm 100 mm x 100 mm
VESA (mm)

Certifications CE, FCC, LVD, UL, RoHS CE, FCC, LVD, UL, RoHS
Environment

Operating 
Temperature

0°C ~ 40°C, 20% ~ 80% 
RH. Non-Condensing

0°C ~ 40°C, 20% ~ 80% 
RH. Non-Condensing

Storage 
Temperature

-20°C ~ 60°C, 10% ~ 90% 
RH. Non-Condensing

-20°C ~ 60°C, 10% ~ 90% 
RH. Non-Condensing

Optional Peripheral

MSR
1 (USB) 

either one chice with camera
1 (USB) 

either one chice with camera

Camera 1 (USB) 1 (USB)

Stand 1 (Metal) 1 (Metal)
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Model name IEC-22B3 IEC-22B4

Main

Processor Core™ i3-7100U Processor (2.40 GHz, 3M Cache) Celeron® Processor 3965U (2.20 GHz, 2M Cache)

GPU Intel® HD Graphic 620 Intel® HD Graphic 620

System Memory 8GB So-DIMM DDR4, 2133 MHz 8GB So-DIMM DDR4, 2133 MHz

Storage Device 128GB M.2 SSD 128GB M.2 SSD

Wi-Fi & Bluetooth 802.11 a/b/g/n/ac, Bluetooth 4.2 (Support BLE) 802.11 a/b/g/n/ac, Bluetooth 4.2 (Support BLE)

4G LTE - -

Touch LCD Display

Size 21.5” TFT LCD 21.5” TFT LCD 

Resolution (Max.) 1920 x 1080 1920 x 1080

Contrast Ratio 1000:1 1000:1

Brightness(Touch Type) 250 nits (No Touch), 225 nits (P-CAP) 250 nits (No Touch), 225 nits (P-CAP)

View Angle H:178˚, V:178˚ H:178˚, V:178˚

Touch Screen Projected Capacitive Touch Projected Capacitive Touch

Touch Points (Max.) 10 Points 10 Points

Touch Screen Interface USB-HID USB-HID

Display Surface 7H Hardness durable glass 7H Hardness durable glass

IO Ports

Serial Port 1 x RS232 (DB9 Type) 1 x RS232 (DB9 Type)

USB Port
2 x USB 2.0 Type A, 2 x USB 3.0 Type A 

1 x USB-C 3.1  
(support Display ALT Mode and PD2.0)

2 x USB 2.0 Type A, 2 x USB 3.0 Type A 
1 x USB-C 3.1  

(support Display ALT Mode and PD2.0)
Video Port 1 x Mini DP 1 x Mini DP
Audio Port - -
LAN Port 1 x RJ45 Giga LAN 1 x RJ45 Giga LAN
Power Input DC-Jack (4-pin) DC-Jack (4-pin)
SIM Slot - -
SD Slot - -
OS Supported

System Windows 10 Windows 10

Physical Properties

Power Supply 24V/120W External Power Adapter 24V/120W External Power Adapter
Speaker 2 x 2W 2 x 2W
Housing Color Black Black

Construction Glass, SECC Metal, Plastic Glass, SECC Metal, Plastic

Dimensions 
(W x H x D mm); monitor only 510.96 x 308.01 x 45.9 mm 510.96 x 308.01 x 45.9 mm

Net Weight* (kg) 4.2kg 4.2kg
Gross Weight* (kg) 6.6kg 6.6kg
Carton (W x H x D mm) 610 mm x 405 mm x 160 mm 610 mm x 405 mm x 160 mm
VESA (mm) 100 mm x 100 mm 100 mm x 100 mm
VESA (mm)

Certifications CE, FCC, LVD, UL, RoHS CE, FCC, LVD, UL, RoHS
Environment

Operating 
Temperature

0°C ~ 40°C, 20% ~ 80% 
RH. Non-Condensing

0°C ~ 40°C, 20% ~ 80% 
RH. Non-Condensing

Storage 
Temperature

-20°C ~ 60°C, 10% ~ 90% 
RH. Non-Condensing

-20°C ~ 60°C, 10% ~ 90% 
RH. Non-Condensing

Optional Peripheral

MSR
1 (USB) 

either one chice with camera
1 (USB) 

either one chice with camera

Camera 1 (USB) 1 (USB)

Stand 1 (Metal) 1 (Metal)
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Model name   Description Part Number

TEC-15B3 - -
TEC-15B4 - -
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(IEC-22_ME)

SEE TABLE

R E V I S I O N S

ECN REV. DESCRIPTION DATE APPROVED

IEC-22_6V(3399)

A

LAN

Micro SDHDMIUSB

Type-C

DC JACK

2020-02-27Svy

2020-02-27Billy

2020-02-27Chris



Model name   Description Part Number
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A
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