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Sample Processing System Magic-2000

Product introduction
Magic-2000 is suitable for the pretreatment of a large number of 

nucleic acid detection samples. It can realize the automatic and precise 

configuration of the PCR reaction system, and avoid errors and 

pollution caused by repetitive manual operations. The configuration 

program can be called with one click, and the PCR  system construction 

of 96 sample tubes can be completed in 9 minutes, and the throughput 

can also be amplified to 768 samples, greatly improving nucleic acid 

detection capabilities.

Pre-mixing and sub-packaging of the automatic nucleic acid detection 
reagent ;

Construct the reaction system of automatic nucleic acid detection 
(such as fluorescent PCR);

Retain samples of the nucleic acid extraction product.

Functions

Built-in multiple PCR system configuration schemes, which can be 
called with one click;

Effective pipetting range：1μL-1000μL;

Pipetting  accuracy：2μL CV≤5%、 10μL CV≤2.5%、≥50μL CV≤
0.5%;

Slim pipetting can be added at irregular spacing;

The dual-channel pipetting module adopts capacitive sensing and 
pressure sensing detection to realize micro and precise pipetting.

Fast & accurate

Compatible with 10 μl、50 μL、200 μL、1000 μL tips on the 
machine at the same time；

Compatible with a variety carriers such as 96-well plates/8 
tubes/EP tubes;

Compatible with various PCR reaction tubes: 0.1ml/0.2ml single 
tube, 8-tube, and 96/384 well PCR reaction plate.

Strong compatibility

Magic-2000

96 sample tubes can be loaded at a time and it can be enlarged to load 768 samples

Compatible with the sample tube with a diameter of 11-17mm , other sample tubes can be 

customized.

Pipetting range: 1-1000μL, 2μL CV≤5%, 10μL CV≤2.5%, ≥50μL CV≤0.5%.

Capacitance sensing and pressure sensing detection, clot detection, air suction detection and 

tip head detection.
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 1200mm×800mm×850mm  

Temperature:10～35℃, humidity:15%～99% (relative humidity)

Voltage: 100V-120V/200V-240V AC, frequency: 50/60 HZ;

Built in filtration system and ultraviolet disinfection system.
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Operating environment

Power

Anti pollution system

Automatic unloading, real-time monitoring of tips loading/unloading, 
improve the efficiency and reliability of unloading;

Built-in filtration system and UV disinfection system, the filtration 
efficiency of 0.3um diameter particles is not lower than 99.9%, 
effectively prevent aerosol pollutants leakage;

With startup self-check, error alarm, the closed-loop state monitoring;

With a safety protection panel and a door lock sensor, it can prevent 
illegal entry and suspend at any time to deal with abnormal accidents.

Safety protection

http://www.csmadik.com
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