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Panel Mount Adapter For Instrument 

Specification

• Panel Mounted

• Excellent Electrical Performance

• Strong and Reliable Structure

• Wear Resistance，Long Service Life

• Easy Assembly and Disassembly

Port Comparison :

• Strong and Reliable Structure

• Enlarged Nut for Easily Hand Tightening
• Double Thread Structure for Fastening Connection

• Available to Connect with NMD3.5 Female or 3.5mm Female

• Excellent Amplitude and Phase Stability, 

Commonly Used in Vector Network Analysis

Standard 3.5mm

Hand-tight 3.5mm NMD3.5
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Hand-tight 3.5mm Series Products

Specification Material/Surface Plating

Impedance 50Ω Body
Beryllium Copper Gold plated 

Brass Gold plated

Frequency Range DC~26.5GHz Center Conductor Beryllium Copper Gold plated

Durability >3000 Cycles Dielectric PEI

Temperature Range -55℃ ~ +165℃ Nut SUS303  Passivated

Hand-tight 3.5mm (m) to 3.5mm(f)

Panel Mount Adapter

PN MA6666C-YQ02

VSWR 1.15:1 (max.) 

Hand-tight 3.5mm (m) to 3.5mm(f)

Panel Mount Adapter

PN MA6666C-YQ01

VSWR 1.15:1 (max.) 
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Hand-tight 2.92mm Series Products

Specification Material/Surface Plating

Impedance 50Ω Body
Beryllium Copper Gold plated 

Brass Gold plated

Frequency Range DC~40GHz Center Conductor Beryllium Copper Gold plated  

Durability >3000 Cycles Dielectric PEI

Temperature Range -55℃ ~ +165℃ Nut SUS303  Passivated

Hand-tight 2.92mm (m) to 2.92mm(f)

Panel Mount Adapter

PN MA6767C-YQ02

VSWR 1.2:1 (max.) 

Hand-tight 2.92mm (m) to 2.92mm(f)

Panel Mount Adapter

PN MA6767C-YQ01

VSWR 1.2:1 (max.) 
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Hand-tight 2.4mm Series Products

Specification Material/Surface Plating

Impedance 50Ω Body
Beryllium Copper Gold plated 

Brass Gold plated

Frequency Range DC~50GHz Center Conductor Beryllium Copper Gold plated  

Durability >3000 Cycles Dielectric PEI

Temperature Range -55℃ ~ +165℃ Nut SUS303  Passivated

Hand-tight 2.4mm (m) 

Panel Mount Adapter Assembly

VSWR 1.25:1 (max.) 

*Customized length and shape 

for semi-rigid cable are available

Hand-tight 2.4mm (m) to 2.4mm(f)

Panel Mount Adapter

PN MA6868C-YQ01

VSWR 1.25:1 (max.) 

Connector PN: C68M-YQ01

Connector PN: C68M-YQ02
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Hand-tight 1.85mm Series Products

Specification Material/Surface Plating

Impedance 50Ω Body
Beryllium Copper Gold plated 

SUS303  Passivated

Frequency Range DC~67GHz Center Conductor Beryllium Copper Gold plated 

Durability >3000 Cycles Dielectric CPS

Temperature Range -55℃ ~ +85℃ Nut SUS303  Passivated

Hand-tight 1.85mm (m) to 1.85mm(f)

Panel Mount Adapter

PN MA6161C-YQ01

VSWR 1.25:1 (max.) 
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NMD3.5mm Series Products

Specification Material/Surface Plating

Impedance 50Ω Body
Beryllium Copper Gold plated 

Brass Gold plated

Frequency Range DC~26.5GHz Center Conductor Beryllium Copper Gold plated  

Durability >3000 Cycles Dielectric PEI

Temperature Range -55℃ ~ +165℃ Nut SUS303  Passivated

NMD3.5(m) to 3.5mm(f)

Panel Mount Adapter

PN MA7666C-YQ01

VSWR 1.15:1 (max.) 
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Specification Material/Surface Plating

Impedance 50Ω Body
Beryllium Copper Gold plated 

Brass Gold plated

Frequency Range
DC~50GHz
(53GHz Available)

Center Conductor Beryllium Copper Gold plated 

Durability >3000Cycles Dielectric CPS

Temperature Range -55℃ ~ +85℃ Nut SUS303  Passivated

NMD2.4(m) to 2.4mm(f)

Panel Mount Adapter

PN MA7868C-YQ01

VSWR 1.25:1 (max.) 

NMD2.4mm Series Products
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NMD1.85mm Series Products

Specification Material/Surface Plating

Impedance 50Ω Body
Beryllium Copper Gold plated 

Brass Gold plated

Frequency Range DC~67GHz Center Conductor Beryllium Copper Gold plated 

Durability >3000Cycles Dielectric CPS

Temperature Range -55℃ ~ +85℃ Nut SUS303  Passivated

NMD1.85(m) to 1.85mm(f)

Panel Mount Adapter

PN MA7161C-YQ01

VSWR 1.25:1 (max.) 



www.arance-rf.com sales@arance-rf.com

ARANCE ELECTRONICS

10

Specification Material/Surface Plating

Impedance 50Ω Body
Beryllium Copper Gold plated 

SUS303  Passivated

Frequency Range DC~110GHz Center Conductor Beryllium Copper Gold plated 

Durability >500 Cycles Dielectric CPS

Temperature Range -55℃ ~ +85℃ Nut SUS303  Passivated

NMD1.0(m) to 1.0mm(f)

Panel Mount Adapter

PN MA7381C-YQ01

VSWR 1.35:1 (max.) 

NMD1.0mm Series Products
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