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G+ GIGA PRECISION

如何選型 

Model Selection
判斷運轉模式

Judging operation mode

② 計算減速比 i  
Calculate the reduction ratio

② 計算減速比 i  
Calculate the reduction ratio

③ 計算應用端所需平均扭矩 T2m

Calculate the required average torque
③ 計算應用端所需平均扭矩 T2m

Calculate the required average torque

① ED<60%
Twork<20mins

選用較大減速機
Choose a larger reducer

選用較大減速機
Choose a larger reducer

④ 計算應用端最大加速扭矩 T2max

Calculate the Maximum acceleration torque

T2m<T2N
T2max<T2B

T2m<T2N

⑤ 計算應用端所需平均轉速 n2m 及減速機額定輸出速度 n2N 
Calculate the Required average speed n2m and the rated output speed n2N of the reducer

T2m<T2N
選用較大馬達並選用較小減速比

Choose larger Motor and smaller reduction ratio

⑥ 計算減速機輸出上所受之平均徑向力 F2m 軸向力 F2am

Calculate the average radial force F2m and axial force F2am on the output terminal of the gearbox

計算減速機輸出上所受之平均徑向力 F2rB 軸向力 F2aB 的容許值
Calculate the allowable values of the average radial force F2rB and axial forces F2aB on the output terminal of the gearbox

T2m<T2N

選擇所需的精度及輸出軸型式
Select the desired accuracy and output shaft form

選擇完成
Finalized

選用較大減速機
Choose a larger reducer

YES

NO

NO

NO

NO

NO

YESYES

YES

YES

S5 周期運轉
Intermittent Operation

S1 連續運轉
Continuous Operation
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③

⑥

①
a：加速 /accelerate   c：等速 /constant
d：減速 /deelerate    p：停止 /stop

②
nm：馬達輸出速度 /Motor output speed
nwork：實際應用速度 /Actual application speed

④
Ks

負
載
系
數

Ks 周期次數 / 小時
Cycles/Hours

1.0 0~1000
1.1 1000~1500
1.3 1500~2000
1.6 2000~3000
1.8 3000~5000

TmB：馬達最大輸出扭矩 /Motor Maximum output torque
η：減速機運轉效率 /Gearbox operating efficiency

⑤

時間 /Time

輸
出
軸
扭
矩

O
utput shaft torque

輸
出
軸
承
受
作
用
力

O
utput shaft load

輸
出
轉
速

O
utput speed

S5 周期運轉建議，一般應用慣量須符合以下公式：
S5 suggestions for cycle operation General application 
inertia must conform to the following formula:

最適當的應用慣量須符合以下公式：
The most appropriate application inertia must conform to 
the following formula： 

JL：負載慣量 /Load inertia
Jm：馬達慣量 /Motor inertia 

Load Factors
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GPF 090 - 10 - S2 /
系列代碼
Series

規格
Size

減速比
Ratio

輸出軸形式
Output Shaft

馬達型號
Motor Model

由客戶提供馬達品牌及型號
Motor brand and model supplied by client

060
080
090
115
142

型號說明 / MODEL ILLUMINATE

S1：光軸輸出
S1：smooth
S2：帶鍵輸出
S2：with key

轉動慣量總表 / ROTATIONAL INERTIA OF REDUCER
規格

specification
級數

stage
减速比            
Ratio GPF060 GPF080 GPF090 GPF115 GPF142

轉動慣量 J1                           
Rotational inertia J1 kg·cm2

1

3 0.16 0.61 0.61 3.25 9.21

4 0.14 0.48 0.48 2.74 7.54

5 0.13 0.47 0.47 2.71 7.42

7 0.13 0.45 0.45 2.62 7.14

10 0.13 0.44 0.44 2.57 7.03

2

12 0.03 0.13 0.13 0.47 2.71

15 0.03 0.13 0.13 0.47 2.71

16 0.03 0.13 0.13 0.47 2.71

20 0.03 0.13 0.13 0.47 2.71

25 0.03 0.13 0.13 0.47 2.71

28 0.03 0.13 0.13 0.47 2.71

30 0.03 0.13 0.13 0.47 2.71

35 0.03 0.13 0.13 0.47 2.71

40 0.03 0.13 0.13 0.47 2.71

50 0.03 0.13 0.13 0.44 2.57

70 0.03 0.13 0.13 0.44 2.57

100 0.03 0.13 0.13 0.44 2.57

單級
Single

（L1）
3
4
5
7
10

雙級
Double

（L2）
12
15
16
20
25
28
30
35
40
50
70
100
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減速機性能資料 /GEAR BOX PERFORMANCE INFORMATION
規格

specification
節數

stage
減速比
ratio GPF060 GPF080 GPF090 GPF115 GPF142

額定輸出力矩 T2N

Rated output torque T2N
Nm

1

3 18 40 50 125 290

4 36 90 110 230 460

5 40 110 125 260 550

7 20 40 50 90 340

10 12 22 32 70 210

2

12 4 36 90 110 230

15 40 110 125 260 550

16 36 90 110 230 460

20 40 110 125 260 550

25 40 110 125 260 550

28 36 90 110 230 460

30 18 40 50 125 290

35 40 110 125 260 550

40 36 90 110 230 460

50 40 110 125 260 550

70 20 40 50 90 340

100 12 22 32 70 210

最大輸出力矩
Maximum output torque Nm 1 &2 3 ～ 100 2 倍额定输出力矩 /Double rated output torque

额定输入转速 n1N

Rated input speed n1N
rpm 1 &2 3 ～ 100 4000 3500 3500 3500 2500

背隙
Backlash arcmin

1 3 ～ 10 ≤ 10 ≤ 10 ≤ 10 ≤ 10 ≤ 10

2 12 ～ 100 ≤ 12 ≤ 12 ≤ 12 ≤ 12 ≤ 12

扭轉剛性
Torsional rigidity Nm/arcmin 1 &2 3 ～ 100 1.8 4.7 4.85 11 55

容許徑向力 F2rB

Allowabie radial force F2rB
N 1 &2 3 ～ 100 220 400 430 1000 4500

容許軸向力 F2aB

Allowabie axial force F2aB
N 1 &2 3 ～ 100 240 420 450 1240 4800

使用壽命
Lifespan Hr 1 &2 3 ～ 100 10000

效率
Efficiency %

1 3 ～ 10 ≥ 96％

2 12 ～ 100 ≥ 93％

重量
Weight kg

1 3 ～ 10 1.7 4.4 4.4 12 26.5

2 12 ～ 100 1.9 5 5 14 29.6

使用溫度
Working temperature ℃ 1 &2 3 ～ 100 -10℃～ 80℃

潤滑
Grease 1 &2 3 ～ 100 合成润滑油脂 /Synthetic ludricating grease

防護等級
IP Grade 1 &2 3 ～ 100 IP65

安裝方向
Installation direction 1 &2 3 ～ 100 任意方向 /Any direction

噪音值 (n1=3000rpm，无负载 )
Noise Value (n1=3000rpm,off load) Db 1 &2 3 ～ 100 ≤ 61 ≤ 63 ≤ 63 ≤ 68 ≤ 75












