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Part No. JXC-GCWI7-S0BTC-0606 | Spec. No. | JX-SPEC-WH-0200 | Version | B1

B Product Selection Guide (F=ihiEF)

Demand 6000K<Tc<13000K
Ra>70 JXC-GCWI7-SOBTC-0606

Notes: “Xx” above in the Part No. means different products contain different details.

X" FR AR A R 2015

B Product Feature (F=54F )

Emitting Color (R&Hit)
Lens Product Description | Input & Output
LED Chi LED (product) GEE) (G2 ) (€PN )
(LED ?ET\HI‘J) (LED /= &%) # A i
Water Clear, High Thermal Color Controlled
. . . Glass, Flat Conductivity Copper L
Blue (i#)%) White (1) T35, Substrate PCB (;y_(f)zggljt%)
P, P (it S AR >
B Absolute Maximum Rating(At TA=25°C) (HRFRZSH0)
Parameter Symbol Ratings Units
(Z%) (F55) (Hfi) (BAr)
Power Dissipation
(Th%) Pp 200 W
Continuous Forward Current | 10 A
(E A HL) "
Peak Forward Current "2
(M5 7] ik e B ) Ir(Peak) i A
LED Junction Temperature o
(G5 AR ) Ty 125 C
Operatmg(‘l’Ie?/wEgEelg;Jre Range Torr 130°C To +85°C
Storage Condition(fi% %) TA & RH .25 KB 25+5°C & 30-65%—4F
Manual(;oildigjﬁ';%n;gp)erature TsoL 350°C+ 10°C For 3~5 Seconds
Eg%g%‘gg;‘j";y ESD 2000V HBM

Notes: *1, Tolerance ©:10%, (@A %N 10%)
*2, 1/10 Duty Cycle 0.1ms Pulse Width.(Jik# %8 0.1ms, 545tk 1/10)
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GUANGZHOU JINGXIN OPTOELECTRONICS TECH CO.,LTD

Part No. JXC-GCWI7-SOBTC-0606 | Spec. No. | JX-SPEC-WH-0200 | Version | B1

B Electrical/Optical Characteristics (At Ta=25°C) GLHESHD)

Measured Value (JUIE£1E) Calculated
I==8A
Parameter/unit | Symbol @Ir=8 T Val:‘;;:ﬁ Tolerance
(BHUBHD (FF5) Min. Typ. Max. ;ﬁpi:[‘ﬁ{ﬁ) (AE)
(B/ME) | (REME | (BXKE) @le=10A
Luminous
Flux/lm ) - 7500 9250 14500 10%
CtEERMHA)
Forward
Voltage/V Vi 18 19 20 20 0.1V
CIE 1A R BEIR)
Color
Temperature /K Tc 6000 8000 13000 10000 10%
(/)
B Forward Current Curves (At Ta=25°C)  (IE[a4&d:)
wal A S T T L i e . T 5
10 froneeecbn e
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9 INUES SUUOUNR 0 WORNS UNO VOO U OO SO S
ol ||k | |
0 5 10 19 20 25 30 35 40 45 ViV
B Spectrum Distribution (At Ta=25°C)  CGBi&4r4)
w0 450 500 550 Wavele#8h (nm) 650 700 7m0 800
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Part No. JXC-GCWI7-SOBTC-0606 | Spec. No. | JX-SPEC-WH-0200 | Version | B1

B Radiation Pattern CGGESt43-40)

90°
E hl'igh'tne‘55 i I I r X X ! 1 i H
100%  80% 60% 40% 20% 0 20% 40% 60% 80% 100%
Notes: Tolerance ©:10%, (OA %N 10%)

B Maximum Current Curves (B K T/EHHESE TERERE L)
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GUANGZHOU JINGXIN OPTOELECTRONICS TECH CO.,LTD

Part No. JXC-GCWI7-SOBTC-0606 | Spec. No. | JX-SPEC-WH-0200 | Version | B1

B Package Dimensions & Product Picture (#3R~F55=5ED
36.00
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Notes: 1, All dimensions are in millimeters. (B3 R ~) LK R 87 )
2, Toleranceis *0.25 unless otherwise noted CRARITEAZEN: +0.25)
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GUANGZHOU JINGXIN OPTOELECTRONICS TECH CO.,LTD

Part No. JXC-GCWI7-SOBTC-0606 | Spec. No. | JX-SPEC-WH-0200 | Version | B1

Instruction

. Reserve:

It should be reserved in dry cabinets in case of moisture. The temperature for reserve
is 25°C+3C, and the humidity is >40% but <60%.

. How to handle after removing the tubes:

When sticking the tin, the pasted components separated from the surface of lens may

affect lighting efficiency to cause illuminating degradation. Therefore, it must be

complied as below:

A. The time which products are bare in the air after the packing bags cannot exceed
72 hours.

B. The temperature of reserve for products which are not used out is 25°C+3C, and

the humidity is >40% but <60%.
C. Itis advised to use hand weld since lens are not endurable with high temperature.

. Products should avoid machinery pressure and strong shake during cooling after tin is
welded.

. Fast cooling is not allowed.

. Weld on anamorphic pcb is not allowed.

. Don’t touch water, il and organic liquor.

. Current should be considered when products which are used in max. temperature.
. The appearance and size of products can be revised without any notice.

. Requirements for electrostatic prevention:

Wear wrist strap or static-proof glove when use products, and all the equipment,
fixtures and worktable must put to earth.

10. Must use driver with constant current.
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