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GUANGZHOU JINGXIN OPTOELECTRONICS TECH CO.,LTD

Part No. 161612 Spec. No. | JX-SPEC-WH-0024 | Version | BO
B Product Feature (=% 5)
Emitting Color (R&Hit)
Lens Product Description | Input & Output
LED Chip LED (product) (EH) = M) GRS
(LED & H) (LED /= &)
Cool white Yellow and Amber, High Thermal Color Controlled
Blue (i) 1EH Silicone, Flat Conductivity Copper by Circuit
o Warm white (L EMBRIALT, K, Substrate PCB CAN R 1 ]
Bz A D Cre 2 AR FEARO ARG )
B Absolute Maximum Rating(At TA=25°C) (HRFRZSH0)
Parameter Symbol Ratings Units
(ZH) (F55) (HfH) (]Ar)
Power Dissipation
(Th%) Po 24 W
Continuous Forward Current
(IF JI N F370) I 10...350 mA
LED Junction Temperature o
Operating Temperature Range o o
(TAER) Torr -30°C To +85°C
Storage Condition(fi% %) TA & RH 0.5 KB 25+5°C & 30-65%—4F
Manual Solding Temperature o o -
(- T /L) TsoL 350°C+ 10°C For 3~5 Seconds
ESD Sensitivity
(U HLAE ) ESD 2000V HBM

*1, Tolerance ©:10%, (@A AN 10%)
*2, 1/10 Duty Cycle 0.1ms Pulse Width.(fiky# % % 0.1ms, /&4t 1/10)

Notes:
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GUANGZHOU JINGXIN OPTOELECTRONICS TECH CO.,LTD

Part No. 161612 Spec. No. | JX-SPEC-WH-0024 | Version | BO
B Electrical/Optical Characteristics (At Ta=25°C) GLHESHD)
Measured Value CHUIE1HE)
Parameter/unit Symbol @IF=350A Tolerance
(SHUBALD (5 Min. Typ. Max. (A%
(&/MED (HRME)D (BmKED
Luminous o-C Ra>90 - 950 1300
Flux/Im 10%
CtEERMEY) | o-W | Ra>90 720 930
Forward
Voltage/V Vi 31 32 34 0.1V
CIE A R B&IR)D
Color TcC 5000 6000 7000
Temperature /K
(EI@/FF) Tew 2400 2700 3100
10%
Thermal R (j-s) C / 5.23 /
resistance/'C/W
(FABRICIW) R (j-s) W / 4.58 /
B Forward Current Curves (At Ta=25°C)  (IE[A/44)
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GUANGZHOU JINGXIN OPTOELECTRONICS TECH CO.,LTD

Part No. 161612

Spec. No. | JX-SPEC-WH-0024 | Version | BO

B Spectrum Distribution (At Ta=25°C)  (JtiE434h)
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B Radiation Pattern (GGE§14375)
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Notes: Tolerance ©:10%, (OA %N 10%)
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GUANGZHOU JINGXIN OPTOELECTRONICS TECH CO.,LTD

Part No. 161612 Spec. No. | JX-SPEC-WH-0024 | Version | BO

B Maximum Current Curves (B K T/EHHESE TAERERE L)
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TE: ARRZEOR LED Mk TAEZ A TARSAFRN LED SXah R i ift Al LED 21 il B AR IR X 26 2k o £E LI Bl
R BRI AN 65 °C, LED mtal EAECIR VISR UL T AR . 4R ih AL 65 °C i, LED UAibLER 4R S)
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GUANGZHOU JINGXIN OPTOELECTRONICS TECH CO.,LTD

Part No. 161612 Spec. No. | JX-SPEC-WH-0024 | Version | BO

B Package Dimensions & Product Picture (33 R~ 57 E)
15,8

A 21,5

41

15,8

Notes: 1, All dimensions are in millimeters. (B3 R~} LK g By )
2, Toleranceis +0.25 unless otherwise noted CGRIRIEAZN: +0.25)
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GUANGZHOU JINGXIN OPTOELECTRONICS TECH CO.,LTD

Part No. 161612 Spec. No. | JX-SPEC-WH-0024 | Version | BO

Use the matters needing attention (¥ FIVF =10 )

1~ fifff(storage) :

DG AZ I P E] BT AR AR BRI ESR Y 10-30°C » MENHEE/NT 60% 5 LR
LED YRR 24 /NI NERZEEE5EEE » ARATE 2 TR H I EZ GEE R - FFEEE—
PSR R A ETLET > 155 AHTTERIE - BRIESR(: © 60°CE5°C » 12 /MY 5

P BB R A S ) —4F -

To avoid moisture, we recommend storage conditions for the unopened LED +10 ~ +30 °C, relative hu
midity <60%; LED should be used within 24Hrs of opening the package, Please make sure to dehumidify
and vacuum packing on / unused LED.Be sure to dehumidify the card if it has been open for more than
one week or the humidity card changes. Dehumidifying condition: +60 ° C+ 5 ° C, 12Hrs.

Effective age for the sealed led is one year.

2 ~ ¥ EET(the assembly notes) :

FERESR ¢ L o A RE A DR ERERI AL 5 =0 » T TIERESHOREIRE 350°C - JERENf[a] A afEat 5
P IR RGBT R ERGR RS R E B EDRE - 07 AT 3 T8 AR - BRI R TTA
HNTITE TR R A MBIV EEERS | (2% T) - FEESCENSEET &) » DIRERSET Va4 SR
o RS ISR - SENARERIET mAVIREN: - R HARIESRME - 15 550008 T XU
fiti -

Soldering conditions: Reflow soldering is not recommended for this LED. If hand soldering, set soldering
iron temperature at 350° C and soldering time not More than 5 seconds, after the first soldering, make
sure the substrate surface temperature returns to ambient temperature before a second soldering.
Please make sure when soldering, there is no external force on the soldering surface and silicon
batardeau (such as pressure, friction or sharp metal nails, etc.), to avoid gold wire deformation or
damage and other abnormalities. If beyond recommended conditions, we cannot guarantee the LED

stability, please evaluate the risk assess-ment first.

3 ~ [5EREFEE(anti-Static Measures) -

TEREUE BTSSR (hA# =4 - LRI BiR B FEES  MHE LraTmm (I -
W~ HLEE ~ BRI R ) NIRRT - B G U

Please take adequate measures to prevent electrostatic generation, such as wearing electrostatic ring or
anti-static fingerstall etc; any relative products like plant equipment, machinery, carrier and transporta
tion units shall be connected to discharging unit/ ground. After assembly, please make sure to discharge
Static Electricity with proper ESD equipment.

4 ~ JEEEE] (temperature Control) :

PRIEBCAFTIRSR M © TS £ (DURIREL) 7 65 $RERELLT » FERRBEPLT @ B &ET T ZoK o
W ORAE T e (B RE AR AN - IR R AT RE T - BER R R ol SIVE R S B Am Ei e
GH > NI D EGE RN EDIS -

Recommended temperature conditions for enhanced product life: TS (Cathode Point) is <65°C . During assembly,
please ensure that a good quality thermal paste is applied and distributed evenly over the surface. While using
thermal pad (Heat Sink), make sure LED is firmly tightened and there is no gap between surfaces.
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GUANGZHOU JINGXIN OPTOELECTRONICS TECH CO.,LTD

Part No. 161612 Spec. No. | JX-SPEC-WH-0024 | Version | BO

5~ IXGh#Z](drive control) :
A= TR ERE VR TSN - AFRCE R E RS A ST S » 16 T AR XU 1A -
Drive this product at constant current, .Before using a constant voltage source or altered specifications, other
than recommended, please consider risk factors.
6 - HAth(other) :
A G AR LU NS MER - ARG ALl N N EH » PRASEL(E RS A AS 2 Y
6.1 ELFEEKIA A TI e ]
6.2 $E/KIRF =M
6.3 HEBETEMMES {Z[i(fl[l CI2,H2S ~ NH3 ~ SOx ~ NOx %)
6.4 e RFE A ~ IRIEEH
Product is not suitable to use in following conditions;
6.1 Direct or indirect wet / damp conditions;
6.2 in contact with sea water and erosive materials;
6.3 Exposed to corrosive gases (e.g., Cl2, H2S, NH3, SOx, NOx, etc.);
6.4 Exposed to dust, liquids or oils;
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