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Expandable Container House 

可扩展式集装箱房

Flat Pack Container House 

打包箱式房屋

Folding Container House 

折叠房屋

















Main frame materials 
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Fast and Easy Assemble Method 
The expandable container house is 99% pre assembled, there is only 1 % left which need to do 

by the buyer after open the container house. 

We wil offer the assemble directions or the vedio to show, how to assemble. 

• Opened oreo 37 SQM.Folding oreo I 3SQM

Packaging and transportation 
Detail packing information: 

· One 40HQ can hold two sets 20ft house;

· One 40HQ can hold one set 40ft house;

· Higher house need the frame container hold.



Bill of materials (custom selection) 
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Jalousie 
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Bedroom door 
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Broken Bridge Aluminum 
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Sample Picture 

Bathroom door 

PVC 

PVC floor 

Wallαnd R。。f Panel (50/75/IOO mm) 

EPS PU sandwich panel Rock wool 
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Metal Carved Boord PVC Clodding Panel 



Electric and plumbing system 
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Wash basin 
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Product parameters 

Standard house size 5800mm*2400mm禽2896mm

Insulation 0.043W/m·K Wind resistance O.SOkN/m'

sound insulation 呈 30dB Fire performance A级
index 

waterproof 2级 Seismic performance 8级

Ground live load 2.0kN／旷 Roof live load O.SkN/m'

The thickness of galvanized ground frame beam is 3.0mm; 

main section bar The thickness of galvanized roof frame beam is 3.0mm; 

Main structure The thickness of galvanized column is 3.0mm; Zinc content: 80g. 

Structural M12 袋 40 high strength bolt 

Spraying process Galvanized process. polyester finish 

The thickness of color steel composite plate is 75mm, the thickness of 

color steel plate is 0.45, PE coating, white color, orange peel pa忧ern on 

Wall panel 
Glass wool core the outer plate and flat inner plate; 

material No side steel strip 5-shaped socket, no cold bridge for splicing; 
Glass wool unit weight 70kg IM气 The combustion performance is 

class a non combustible 

Roof waterproof Roof tile: color steel venee『 bite thickness 0.Smm, 360 • bite 

Glass wool roll felt, thickness 100mm, unit weight 14kg / M气 The 

Roof system 
Insulation layer combustion performance is class a non combustible. 

(double layer layout) 

Damp proof course PE resin film 

Decorative layer Yx28-277-831 strip ceiling board, O.Smm, white gray 

Bottom panel 910 type white corrugated board, 0.3mm thick 

Thermal insulation Glass wool roll felt, thickness 1 OOmm, volume weight 14kg / M 3, The 

material combustion performance is class a non combustible 
Ground system 

Damp proof course PE resin film 

Structural plate Cement fiber board, 18mm thick 

Ground treatment PVC environment-friendly plastic floor, 2.0mm thick, blue 

door Entrance doors Steel door, size 主 w845 * h2035, stainless steel door lock 

window Outer window Size: w1120 * H1100 (two sides) 

decorate Interior decorative Color steel profiled corner piece, thickness O.Smm, color Xinyu white 

electrical system 3C / CE /  CL/ SAA Standard.with distribution box, ligh饵， switch, sockets, etc. 

Outdoor single 4650 * 1100mm, checkered steel plate anti-skid step, square tube steel 

running stairs railing 

Optional 
Outdoor walkway 2990 * 1 OSOmm, steel cantilever beam, checkered steel plate, anti-skid 

board walkway plate, square tube steel 『ailing
facilities 

Outdoor canopy 
2990 * 1180mm, steel cantilever beam, SOmm color steel composite 

plate canopy panel 

Indoor corridor box Size 5800 余 1800 * 2896mm 





Fast and Easy Assemble Method 
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Main frame materials 
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e6落水管

e4珩板

e7墙板

•2底座
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Main frame details 

Steel aluminum alloy window 

Glass wool I rock wool wallboard 

Thickened frame 

door 
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Paint baking parts 
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• Stretch f『eely and pull into shape

The folding house adopts the way that the base and the lower end of each wall are connected by

hing巴， so that it can be retracted and put freely.

• Repeated folding is not easy to deform

It is constructed with galvanized steel, and the overall design is designed according to the

architectural weighing.

• Good material and stable structure

The structure is stable and adopts galvanized steel plate, which is composed of structural beam,

corner piece, side beam and bottom joist, with strong resistance.








