MAXGEC

EPC]. Series

Modular Contactor

Technical data

Standard EN/IEC 60947-4-1,EN/IEC 61095
Maximum power AC1 220/230VAC: 20A 4.5KW(EPC1-20)

25A 16KW(EPC1-25)
AC-1/AC-Ta 380/400VAC: 63A 40KW(EPC1-63)
AC-3/AC-Tb 380/400VAC: 25A 15KW(EPC1-63)
4KW(EPC1-25)
Main contacts terminal capacity 1.5-6mm?( EPC1-10/16/20/25A)
6-35mm>*(EPC1-40/63A)
Coil contact A1, A2 terminal capacity  0.75-2.5mm?

Electric endurance >100,000

Mechanical endurance >5000,000

Protection degree 1P20

Terminal tightening torque(N.m) 0.8-3.5

Ambient temperature (°C) -5~+60, max. 95%humidity
Storage temperature(°C) -40~+75

Connection capacity(mm?) 1-25
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MAXGEC

EPC1 Modular Contactor
EPC1-10-11C 10 4 INO+INC 240 2 0.75
EPC1-10-20C 10 4 2NO 240 2 0.75
2 EPC1-10-02C 10 4 2NC 240 2 0.75
B ] EPC1-16-11C 16 55  INO+INC 240 3.2 1.0
| axee EPC1-16-20C 16 55  2NO 240 3.2 1.0
, E 4 EPC1-16-02C 16 55  2NC 240 3.2 1.0
EPC1-20-11C 20 7 INO+INC 240 4 1.2
43 EPC1-20-20C 20 7 2NO 240 4 12
. A jwEm EPC1-20-02C 20 7 2NC 240 4 1.2
- EPC1-25-11C 25 8.5  1INO+INC 240 5 1.4
EPC1-2P(10A-25A) EPC1-25-20C 25 8.5 2NO 240 5 1.4
EPC1-25-02C 25 85  2NC 240 5 1.4
EPC1-10-22 10 4 2NO+2NC 240 6.2 2.2
EPC1-10-31 10 4 3NO+INC 240 6.2 2.2
EPC1-10-40 10 4 4NO 240 6.2 2.2
EPC1-10-04 10 4 4NC 240 6.2 2.2
EPC1-16-22 16 55  2NO+2NC 240 10 3
EPC1-16-31 16 55  3NO+INC 240 10 3
29929 EPC1-16-40 16 55  4NO 240 10 3
' , EPC1-16-04 16 55  4NC 240 10 3
| waxee EPC1-20-22 20 7 2NO+2NC 240 13 3.5
: ) EPC1-20-31 20 7 3NO+INC 240 13 35
EPC1-20-40 20 7 4NO 240 13 3.5
e EPC1-20-04 20 7 4NC 240 13 3.5
. ; EPC1-25-22 25 8.5  2NO+2NC 240 15 4
B— EPC1-25-31 25 8.5  3NO+INC 240 15 4
EPC1-25-40 25 8.5  4NO 240 15 4
EPC1-4P(10A-25A) EPC1-25-04 25 8.5  4NC 240 15 4

Overall and mounting dimensions
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MAXGEC

EPC1 Modular Contactor
EPC1-32-11 32 1 INO+INC 240 6.5 2
EPC1-32-20 3 1 2NO 240 6.5 2
| e EPC1-32-02 32 12 2NC 240 6.5 2
. ® | EPC1-40-11 40 15 INO+INC 240 8.5 2.5
uaxse EPC1-40-20 40 15 2NO 240 8.5 2.5
. - EPC1-40-02 40 15 2NC 240 8.5 2.5
ce EPC1-63-11 63 25 1INO+INC 240 13 4
: . EPC1-63-20 63 25 2NO 240 13 4
N = EPC1-63-02 63 25 2NC 240 13 4
EPC1-32-22 3 1 2NO+2NC 240 21 6.5
EPC1-2P(32A-63A)
EPC1-32-31 32 1 3NO+INC 240 21 6.5
EPC1-32-40 3 1 4NO 240 21 6.5
EPC1-32-04 32 1 4NC 240 21 6.5
B EPC1-40-22 40 15 2NO+2NC 240 26 7.5
a 0.
, U .1 EPC1-40-31 40 15 3NO+INC 240 26 7.5
° EPC1-40-40 40 15 4NO 240 26 7.5
| meE
EPC1-40-04 40 15 4NC 240 26 7.5
L -
EPC1-63-22 63 25 2NO+2NC 240 40 13
: G 3 EPC1-63-31 63 25 3NO+INC 240 40 13
FYY X EPC1-63-40 63 25 4NO 240 40 13
Lt EPC1-63-04 63 2 4NC 240 40 13

EPC1-4P(32A-63A)

Overall and mounting dimensions
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