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NOTES:

GENERAL

FOR SOLDERING, USE LEAD FREE SOLDER WIRE SAC305- NO CLEAN

1. IMPLEMENT 100% ELECTRICAL TEST AS FOLLOW.

FREQUENCY  500-3000 Mhz.

INSERTION LOSS S12/521 0.8 dB MAX.@ 2700MHz
RETURN LOSS WILL BE LES THEN S12/521-2508 @ 2700MHz
LABEL ITEM No : 5 WILL CONTAIN THE FOLLOWING
INFORMATION FIRST LINE - 705A037202

TEXT ALIGN TO THE CENTER

TEXT SIZE 16 CP)

LABEL ITEM No : 5 WILL CONTAIN THE FOLLOWING
INFORMATION FIRST LINE - CELL ANT

TEXT ALIGN TO THE CENTER; TEXT SIZE 14 CPL
LABEL ITEM No : 5 WILL CONTAIN THE FOLLOWING
INFORMATION FIRST LINE - CELL

TEXT ALIGN TO THE CENTER; TEXT SIZE 1 CPI.

3. ATTACH TEST RESULTS THE SAME UNIT MEASURE AS
SPECIFIED IN ELECTRICAL REQUIREMENTS. THE RESULTS
TEST WILL ATTACHED T0 CABLE BATCH 1 RESULTS SHEET
PER 50 CABLES, 2 PER 100 AND SO ON. FOR QTY ABOVE 50
AND LESS 100 ATTACHED 2 TEST RESULTS. ACT IN THE SAME
MEANER FOR HIGHER QTY.

L. ATTACH COC. TO EACH ORDER. MAKE SURE
THERE IS A CLARIFICATION THAT THE CABLE IS
COMPLIANT WITH ROHS.

FLAMMABILITY CLASS:UL 94V-0
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