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Changzhou Puchen Electronic Co.,Itd

Hhfib: STHEEN T SEEF L KELESSS
Add: No.55 Hengshan Road, Jintan Economic Development
Zone, Changzhou City, Jiangsu Province, 213200, China

HiETel : +86-519-82896208

F#lMob: +86-18101491519 / +86-15306145606

tEHFax: +86-519-82896218

i #6 Email : SERVICE@PUCHENVALVE.COM
SALES1@PUCHENVALVE.COM
SALES@PUCHENVALVE.COM

musWeb: www.puchenvalve.com
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N PUCHEN Introduction

Changzhou Puchen Electronic Co., Ltd was established in 2004 in Jintan Changzhou city, China, 2 EMERBFARATTF2004EM I TFEMEIR, B EB2IRER, FELEFNEERET ARG
hours by train from shanghai. We manufacture and dlstnbute.auto A/C compressor control valve, HPRV, I HEE . R RRIPE, UREEE R EE .,
speed sensor, thermal protectors and shock absorber solenoid valve.
s =7 T Al = SINE T > ] = po 5
Our new factory covers an area of over 35,000 if, owns advanced fully automated production lines KA FAtEMA3LAZELAX, HELAINEFTEZMLLEE, SELMNATRBEENRESE
and dust-free workshop.We have become a customer satisfied automotive component manufacturer. HEEIER ., BNESEROEMME G HIZIEMI0008 F AW S EENEEEH,
Over 30 million pieces innovative and high quality auto parts are supplied to OEM and aftermarkets ever . . . 5 —
yoar P In ARy At PP y FANBHHREFHEN. SHERROEUALSRMENRESARRESNER. BRIy
All the auto parts are made by 100% new material. Entirely new and premium quality solenoid valve F & #RERISO 9001: 2015, IATF 16949 TUVREA RirERESIRE, TRIEEEITISO 14001:2015

suits both domestic and foreign A/C compressor and shock absorber. We have passed and executed ISO

EEBERIIEC 27001:2013E L2 EEE R,
9001:2015 & IATF 16949 TUV quality control system strictly. Moreover, we are also implementing the HEERE R FREEEEHR

ISO 14001:2015 Environmental Management System and IEC 27001:2013 Information Security REAREMNEZEFFEEARNABTHAENSBNE, BaLREFMENEEBEARAE M B
Management System. BEETEHRI . R STLARAE L TR ERRALOF - REHEEANLBER,

Best quality and high customer satisfaction that upholds our reputation and brand equity. Automated . o " & - el i s e —
production and testing facility ensure that all products undergo strict testing before leaving the factory. REMRE. ARFAMMAE. FEHO~0, REQTHE, IARXLERAHEABREN SRR
Experienced product development team and professional laboratory make sure that the new products T, BEiRHSISEERERFRAMGME. SMBMBHI .

developed can meet all customer needs.

Consistent quality, competitive cost, a large product range, super fast shipping, all that support
customer loyalty and business expansion. We invite you to look through our website and visit our factory
at any time possible.
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FEERAE

T{EEE : -40°C-120°C
{EEEE : 0-40L/min.
T{EE7 : 0-20Mpa

HERE : 12V
{EFEETCERE - 0-2ALtKEETS
S  BER

TN : WSl

TR A BTk BRIHE , AURIK B,

mEEfed , 8%, A8, &8
EmuEEBﬂ :4.80Q

Product specification :

Operating temperature : -40°C to 120°C

Flow range : 0 to 40 L/min

Working pressure : 0-20Mpa

Rated voltage : 12V

Current range : 0 to 2A proportional control

Current characteristic : DC

Working medium : Shock absorber oil

Suitable for: VW, skoda, seat, Volvo, audi,
infiniti, ford, Honda, Renault

DC Resistance : 4.8Q

FrRRHIAS

T{EEE : -40°C-120°C
{SFERE : 0-40L/min.
T{EEH : 0-20Mpa

HERE : 12V
{EFFEETCERE - 0-2ALKEIETS
EBiEE  BER

THENR : MRS A

TR A B BRIHE , AURIK B,

mEEfed , 8%, A8, B8
EmuEEBﬂ :4.80Q

Product specification :

Operating temperature : -40°C to 120°C

Flow range : 0 to 40 L/min

Working pressure : 0-20Mpa

Rated voltage : 12V

Current range : 0 to 2A proportional control

Current characteristic : DC

Working medium : Shock absorber oil

Suitable for: VW, skoda, seat, Volvo, audi,
infiniti, ford, Honda, Renault

DC Resistance : 4.8Q

Fuﬂim

I(’EmE -40°C-120°C
{EERE : 0-40L/min.
T{EEH : 0-20Mpa

HERE : 12V
{EFEETCERE « 0-2ALtKEETS
EBiEE BER

THENTR : MRS A

TR AR BT ARIHF , AURIK B,

mEEfed , &%, A8, BF
EmuEEBﬂ :4.8Q

Product specification :

Operating temperature : -40°C to 120°C

Flow range : 0 to 40 L/min

Working pressure : 0-20Mpa

Rated voltage : 12V

Current range : 0 to 2A proportional control

Current characteristic : DC

Working medium : Shock absorber oil

Suitable for: VW, skoda, seat, Volvo, audi,
infiniti, ford, Honda, Renault

DC Resistance : 4.8Q
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FrERHIAS

TEEE : -40°C-120°C

{EFAE : 0-40L/min.

T{EES : 0-20Mpa

FUES)E : 12V

{EFRERATSERE « 0-2ALLAET

IS BER

TR  m=ss T A

TR Ak, Bt AR, RRIK L BRiE
SEEfEH , B, A8 FiE

EiReEaE - 4.80Q

Product specification :

Operating temperature : -40°C to 120°C

Flow range : 0 to 40 L/min

Working pressure : 0-20Mpa

Rated voltage : 12V

Current range : 0 to 2A proportional control

Current characteristic : DC

Working medium : Shock absorber oil

Suitable for: VW, skoda, seat, Volvo, audi,
infiniti, ford, Honda, Renault

DC Resistance : 4.8Q

FERANAS -

T{ERE : -40°C-120°C
Eﬁﬁumi . 0—40L/min.
T{EES : 0-20Mpa

ARERR)E ¢ 12V
{EFRERFSERE  0-2ALkAET
EBFEE - BER

TIENR : mEssE A

R AR BRI, RIS, GR/RIK , BRIE
TEEfEE , 8%, &0 . 8%

EiReEaE - 4.80

Product specification :

Operating temperature : -40°C to 120°C

Flow range : 0 to 40 L/min

Working pressure : 0-20Mpa

Rated voltage : 12V

Current range : 0 to 2A proportional control

Current characteristic : DC

Working medium : Shock absorber oil

Suitable for: VW, skoda, seat, Volvo, audi,
infiniti, ford, Honda, Renault

DC Resistance : 4.8Q

RS -

TEEE : -40°C-120°C
{EEFE : 0-40L/min.
TYEES : 0-20Mpa

HESBE - 12V
‘EEEEEUME.EI 1 0-2AEGERET
S - BN

TIeng : AEREmE

R o, B, POIRS , K G
B, 81, AH , B

EeE : 480

Product specification :

Operating temperature : -40°C to 120°C

Flow range : 0 to 40 L/min

Working pressure : 0-20Mpa

Rated voltage : 12V

Current range : 0 to 2A proportional control

Current characteristic : DC

Working medium : Shock absorber oil

Suitable for: VW, skoda, seat, Volvo, audi,
infiniti, ford, Honda, Renault

DC Resistance : 4.8Q

www.puchenvalve.com |
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FEERAE

T{EEE : -40°C-120°C
{EEEE : 0-40L/min.
T{EE7 : 0-20Mpa

HERE : 12V
{EFEETCERE - 0-2ALtKEETS
S  BER

I(’E’}E s T Al

EE o, BRE , PRI , GRRIK . B2
mEEfed , 8%, A8, &8

EmuEEBﬂ :4.80Q

Product specification :

Operating temperature : -40°C to 120°C

Flow range : 0 to 40 L/min

Working pressure : 0-20Mpa

Rated voltage : 12V

Current range : 0 to 2A proportional control

Current characteristic : DC

Working medium : Shock absorber oil

Suitable for: VW, skoda, seat, Volvo, audi,
infiniti, ford, Honda, Renault

DC Resistance : 4.8Q

FEERHIAS

T{EERRE : -40°C-120°C

{EFEFE : 0-40L/min.

I(’EEjJ : 0-20Mpa
HHERE 12V

EﬁﬁEEume.El 0- 2Atlﬁﬁ]ﬁ1’-’

EEHIL T i Jﬁl:r

TIENE RS

TR R BRITE , R RRK Bl

SiEEfeid , i@ A8, &F
EHILEEBH. 1 4.80

Product specification :

Operating temperature : -40°C to 120°C

Flow range : 0 to 40 L/min

Working pressure : 0-20Mpa

Rated voltage : 12V

Current range : 0 to 2A proportional control

Current characteristic : DC

Working medium : Shock absorber oil

Suitable for: VW, skoda, seat, Volvo, audi,
infiniti, ford, Honda, Renault

DC Resistance : 4.8Q

Fuﬂim

I(’EmJE -40°C-120°C
{EERE : 0-40L/min.
T{EEH : 0-20Mpa

HERE : 12V
{EFEETCERE « 0-2ALtKEETS
EBiEE BER

THENTR : MRS A

TR AR BT ARIHF , AURIK B,

mEEfEE , &%, A8, BF
EmuEEBﬂ : 20

Product specification :

Operating temperature : -40°C to 120°C

Flow range : 0 to 40 L/min

Working pressure : 0-20Mpa

Rated voltage : 12V

Current range : 0 to 2A proportional control

Current characteristic : DC

Working medium : Shock absorber oil

Suitable for: VW, skoda, seat, Volvo, audi,
infiniti, ford, Honda, Renault

DC Resistance : 20
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PERRAAG
TERE : -40°C-120°C
TFES : 0-20Mpa

FER)E - 12V
‘EﬁﬁEEmwBEI 0-2ALLFIET
B BER

TR : B E R
FE  YiBhse , 3%, £5, BEQ7 , B

Product specification :

Operating temperature : -40°C to 120°C
Working pressure : 0-20Mpa

Rated voltage : 12V

Current range : 0 to 2A proportional control
Current characteristic : DC

Working medium : Shock absorber oil

Suitable for : Cadillac, buick, BMW, AUDI Q7, LaCrosse

FERRAIAE
T/ERE : -40°C-120°C
T{FES : 0-20Mpa

BEESE « 12V
{EFAERATER : 0-2ALLBRETS
EE-IJIL%TE EHIL

TYENR : B EFEH
FE  YiBhs , 3%, £5, BEQ7

Product specification :

Operating temperature : -40°C to 120°C
Working pressure : 0-20Mpa

Rated voltage : 12V

Current range : 0 to 2A proportional control
Current characteristic : DC

Working medium : Shock absorber oil
Suitable for : Cadillac , buick, BMW, AUDI Q7

PERRAIAG
T{EEE : -40°C-120°C
T{FES : 0-20Mpa

TERRE - 12V
{EFETEE  0-2AREIET
}Ihﬁt‘t Eulh

THENR « RS TR
FE  YlBhe , 3R, £, BEQ7

Product specification :

Operating temperature : -40°C to 120°C
Working pressure : 0-20Mpa

Rated voltage : 12V

Current range : 0 to 2A proportional control
Current characteristic : DC

Working medium : Shock absorber oil
Suitable for : Cadillac , buick, BMW, AUDI Q7

www.puchenvalve.com |
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FERAIAG © WS A ER
TIERE : -40°C-150°C
TEEH : 0-1.2Mpa

FEER)E : 12V

{EFEEEER : 0-1.5ALKEHETS
R - R

TENE - HEREHEA

ZE Bl , 5, {FiE

Product specification:solenoid built-in valve
Operating temperature : -40°C to 150°C
Working pressure : 0-1.2Mpa

Rated voltage : 12V

Current range : 0 to 1.5A proportional control
Current characteristic : DC

Working medium : Shock absorber oil
Suitable for : Audi, BMW, porsche

FEERAE - AR AER
T/EEE : -40°C-150°C
TYEESD : 0-1.2Mpa

HUESBE : 12V

(EFEERTERE : 0-1.5ALLFHETS
ERRHE B

TENR : imEAs SRR

FE -l , £, FEE

Product specification:solenoid built-in valve
Operating temperature : -40°C to 150°C
Working pressure : 0-1.2Mpa

Rated voltage : 12V

Current range : 0 to 1.5A proportional control
Current characteristic : DC

Working medium : Shock absorber oil
Suitable for : Audi, BMW, porsche

FERATAS -

THERE : -40°C-120°C
T/EEH : 0-20Mpa
EEEBE : 12V
{FFHBCER : 0-2AFSAET
BT BER

THENE - m=ss T il
R FHo

Product specification:

Operating temperature : -40°C to 120°C
Working pressure : 0-20Mpa

Rated voltage : 12V

Current range : 0 to 2A switch regulating
Current characteristic : DC

Working medium : Shock absorber oil
Suitable for : BENZ
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FrERHIE -

TVERRE : -40°C-120°C
T{EEA : 0-20Mpa
AESE : 12V

(FAREFTEE : 0-2AF5ET
BT - BN

TVENR : RS
=T

Product specification:

Operating temperature : -40°C to 120°C
Working pressure : 0-20Mpa

Rated voltage : 12V

Current range : 0 to 2A switch regulating
Current characteristic : DC

Working medium : Shock absorber oil
Suitable for : BENZ

FrERHIS

T{EEEE : -40°C-150°C
T/EES : 0-20Mpa
EEE : 12V

(EFEEEESEE « 0-2A HUFRES
B B

TENE  HEREEH

ER FD, 755

EREE : 2.540

Product specification:

Operating temperature : -40°C to 150°C
Working pressure : 0-20Mpa

Rated voltage : 12V

Current range : 0 to 2A proportional control
Current characteristic : DC

Working medium : Shock absorber oil
Suitable for : BMW, BENZ

DC Resistance : 2.54Q

FrERHIS

T{EEE : -40°C-150°C
T{EEH : 0-20Mpa
TRERE 12V

(EEEETER : 0-2A EHERES
M B

TENE : HEsSEEH

TR 4, &

BRI : 2,540

Product specification:

Operating temperature : -40°C to 150°C
Working pressure : 0-20Mpa

Rated voltage : 12V

Current range : 0 to 2A proportional control
Current characteristic : DC

Working medium : Shock absorber oil
Suitable for : BMW, BENZ

DC Resistance : 2.540

www.puchenvalve.com |



N SHOCK ABSORBER SOLENOID VALVER: = #3 FH e fif i
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al.l.;is RIS atlids FrERHIS
PC044-07 e TERE : -40°C-150°C PC044-10 ks TESEE : -40°C-150°C
%%j% (1)-2%/0Mpa " o6 T{EES : 0-20Mpa
3 - ERE : 12V
Py {EFIERTTEH : 0-2A LLBET g %@E%@ : 0-2A EEFRRETS
i st | BR | Tet SRR B ,,
a = == _| I . HiL
< TRV : iR TR % |l TRNER : HERTE
| E R =0, = _ = IR =N
4 L] ;’ - EftEEB?_zl 540 {l = e g FH G, 7t
y L b 2, . w6y e " - EiREE : 2.540
Product specification: HH—o— e Product specification:
Opera.lting temperature : -40°C to 150°C Operating temperature : -40°C to 150°C
Working pressure : 0-20Mpa Working pressure : 0-20Mpa
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Rated voltage : 12V

Current range : 0 to 2A proportional control
Current characteristic : DC

Working medium : Shock absorber oil
Suitable for : BMW, BENZ

DC Resistance : 2.54Q

P

T{E8E : -40°C-150°C
T{EEH : 0-20Mpa
TRERE : 12V

{EFEEEFEEE : 0-2A HEiET
B - BEiR

TIENR : RESEER

ER D, #oh

B 2,540

Product specification:

Operating temperature : -40°C to 150°C
Working pressure : 0-20Mpa

Rated voltage : 12V

Current range : 0 to 2A proportional control
Current characteristic : DC

Working medium : Shock absorber oil
Suitable for : BMW, BENZ

DC Resistance : 2.54Q

PC044-11

FoBE

278 BEOQPH HE0

Rated voltage : 12V

Current range : 0 to 2A proportional control
Current characteristic : DC

Working medium : Shock absorber oil
Suitable for : BMW, BENZ

DC Resistance : 2.54Q

P

T{EEE : -40°C-150°C
T{EEH : 0-20Mpa
EUERE « 12V

(EEEFEEE : 0-2A ELERET
ETEME B

TN HEREEN

ER XD, =i

BRI : 2.540Q

Product specification:

Operating temperature : -40°C to 150°C
Working pressure : 0-20Mpa

Rated voltage : 12V

Current range : 0 to 2A proportional control
Current characteristic : DC

Working medium : Shock absorber oil
Suitable for : BMW, BENZ

DC Resistance : 2.54Q

. FEERRIAS 41880 = :
PC044-09 - TIRRE : -40°C-150°C PC044-12 T E— Tieam  a0c1s0°C
e T{FFEN : 0-20Mpa Y R —— THEED : 0-20Mpa
ERE : 12V - z R ¢ 12V
{SFEERTEE - 0-2A LUERET = (SEFEEESTEE : 0-2A LLFREY
| RS | B A B | B
2 TIENE | RS : TN : BB
: T® 20, 79 2 TE w0, B

m | www.puchenvalve.com
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EimEpE : 3.5Q

Product specification:

Operating temperature : -40°C to 150°C
Working pressure : 0-20Mpa

Rated voltage : 12V

Current range : 0 to 2A proportional control
Current characteristic : DC

Working medium : Shock absorber oil
Suitable for : BMW, BENZ

DC Resistance : 3.50Q

TH

AT

EifRepE @ 3.50

Product specification:

Operating temperature : -40°C to 150°C
Working pressure : 0-20Mpa

Rated voltage : 12V

Current range : 0 to 2A proportional control
Current characteristic : DC

Working medium : Shock absorber oil
Suitable for : BMW, BENZ

DC Resistance : 3.5Q

www.puchenvalve.com | m
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. Frﬁl]ﬁxﬁﬁ = M36K1-6g
PC044-13 1 T{ERE : -40°C-150°C PC045-03 iy PG
& exs T{EEH : 0-20Mpa T{ERE : -40°C-120°C
= R 12V s T{FES : 0-20Mpa
B {EFREFSEE « 0-2A HAET = SEEERE ; 12V
I - ERE | B 5 {ERREETEER : 0-2ALLBIETS
) = THENR : BEETRER = RS BN
(2 ] Tk FRx0, 23 THENE | RREEREH
y iy e EL7EE0E ; 3.50 ’T R FreiEdEr, FH,
Tl M
Product specification: Product specification:
Operating temperature : -40°C to 150°C 60£0.5 Operating temperature : -40°C to 120°C
ﬁ R e Working pressure : 0-20Mpa Working pressure : 0-20Mpa
2 & Rated voltage : 12V Rated voltage : 12V
Current range : 0 to 2A proportional control Current range : 0 to 2A proportional control
Current characteristic : DC j Current characteristic : DC
== Working medium : Shock absorber oil Working medium : Shock absorber oil
Suitable for : BMW, BENZ Suitable for : Lexus, Toyota, Peugeot
DC Resistance : 3.5Q B
PC045-01 i P— PC046-01 s
i T{EEE : -40°C-120°C
N T{EES : 0-20Mpa
E - SERE : 12V sER o) [y
FEFRFBITEE : O-2ALLAETS = 3 ( = %Iggi%ﬁﬁﬁ R E R
8 ol %ﬁﬁ = e = i ot (e a2 i
. VR RRETEE z \ 2 TR B TR 23
] aitol FH  FrpeEr, FH, R = ’
e = P AT The FSD valve allows the control of
- [/ roduc? specification: non-suspension weight vehicle to i
Operating temperature : -40°C to 120°C =P G NenIC e Taprove
! Working pressure : 0-20Mpa opel_'ablllty and §afer.dur|ng low-frequency
; Rated voltage : 12V N mc-Jtllon, thus maintaining a very comfortable
g Current range : 0 to 2A proportional control .10 driving
li\l Current characteristic : DC 16 Zae
- = Working medium : Shock absorber oil
- Suitable for : Lexus, Toyota, Peugeot 25.840.2

PC045-02

FEERAAS

T{EBE : -40°C-120°C
T{EES : 0-20Mpa
HEEE « 12V

(HEFEEEFCERE : 0-2ALLBRETS
B - BiR

PC047-01

FERRRTAR

T{EERE : -40°C-150°C
T{EES : 0-20Mpa
HERE : 12V

{EAREFEEE : 0-2A ELARETS
R | B

TENE  ESTER

. TR : iR E R & FE A, BR, Bl EREHR=,
5 FH  FrpeEr, FH, i ‘ 5 E5X5 , gliEhs
B I
!—EI—_E_I Product specification: ; Producjc specification:
= Operating temperature : -40°C to 120°C i B Operating temperature : -40°C to 150°C
lo @ of [k Working pressure : 0-20Mpa ! = Working pressure : 0-20Mpa
@ Rated voltage : 12V ‘ Rated voltage : 12V
2 Current range : 0 to 2A proportional control i Current range : 0 to 2A proportional control

o

216 Current characteristic : DC

Working medium : Shock absorber oil

Suitable for : buick ,regal, lacrosse, GM,
Chevrolet, BMW X5 , Cadillac

www.puchenvalve.com |

Current characteristic : DC
Working medium : Shock absorber oil 233.5
Suitable for : Lexus, Toyota, Peugeot
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N SHOCK ABSORBER SOLENOID VALVER: = #3 FH e fif i

i Y =
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FEEREIAS
PC047-02 i TYERRE : -40°C-150°C
pe——i T{EEER : 0-20Mpa
| SR : 12V
T {EFEEEFSEE : 0-2A LUFRET
BRI - iR

TR =T
TR B, BE, B, mREHE,
DX, HE

50F99

Product specification:
Operating temperature : -40°C to 150°C
Working pressure : 0-20Mpa

8781

( Rated voltage : 12V
= ol Current range : 0 to 2A proportional control
Eevm—r Current characteristic : DC

33,5

Working medium : Shock absorber oil
Suitable for : buick ,regal, lacrosse, GM,
Chevrolet, BMW X5 , Jeep

PC048-01
44,7402 (RER]
18.240.2 15 1FHREEH0.45Mpa-0.6Mpa
A T 2. 5E#0.4+0.05Mpaft , BR{RE

Pressure retaining valve
1. Opening pressure=0.45mpa -0.6mpa
2. When pressure is 0.4+ 0.05mpa,

the valve shall maintain the pressure

a17.840. 1
g10£0.1
MBX 1-6;

T
|
|

T
MEX 1-TH
a1440.1

FEEREIE

T8 : -40°C-120°C
{ER7RE : 0-40L/min.
T{EFEH : 0-20Mpa
HiEREE : 12V
FEEEREE : 0-2AELEET
B BR

TENE . Es=TER
R s

Product specification :

Operating temperature : -40°C to 120°C
Flow range : 0 to 40 L/min

Working pressure : 0-20Mpa

Rated voltage : 12V

Current range : 0 to 2A proportional control
Current characteristic : DC

Working medium : Shock absorber oil
Suitable for: Lincoln
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