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e
| AR A F R HEX 19
A = i R R | Optional emergency manual control HFETORQUE 6.8Nm max.
3-Way,2-Posotion !
MCH-13-C—+* HEX 22.2
HETORQUE 27.1Nm max.

Hi R & ¥ Specifications
- T{E/E 5 Operating Pressure 207BAR o
- i Flow 13.2L/min e ~
- At i@ Internal Leakage 82ml/min.max.at operating pressure & o
_ JR Temperature -30°C to +120°C(-22°F to+250°F) @l w
- {7l Cavity 08-3 see page K-9 Too8.7 =
+ AR Fluids Mineral-based fluids with viscosities of 7.4 to 420 cSt. =
= =
= S5 1% Features

- AL R, T A MR
Hardened,precision ground parts for durability E

: Iiliiﬁﬁ ?E?L > ) =
Industry common cavity 'LTMQ;";T Order Type
- SRR R Bk A
Efficient wet-armature construction M SV— 0 8 — 3 B * - * - * 3k * - * 3k
- TR S TAE 00 B R - T - T T
Continuous-duty solenoid
- | I n v v VIV
Compact size
| . FIEME Manual Emergency Il. EBJE Voltage VI, @4 R BODY MATERIAL
E -t ae ik =HE=X FEN A Not Manual 12=12V A=6061-T6%
Performance Curve Pressure M=F 2N 2 Manual Emergency 24=24V it F& 58 207 Bar
’ = 6061-T6 alumi
Prop \zl,?o FI(CI))VEVEner ized) B F—— LE Operation 1. S Seal-Ki 110\/:110\/ alloy ratez ::1"2'8;1;13'-
S0 (Energizes) Bk - %keaff, QMOE, SOFHE; BEH, ONOE, SOFE. : ﬁj%_ﬁ::w'g . 220V=220V L el
Em(ae) 150ssu/32 cSt OIL@100°F/38°C When de-energized, the valve allows flow from @ to (1) ,while blocking V;ﬁfggﬁ \;Litol;na . £ B Coil Connection et oy o
F / flowat®; - A=2E3HL Amp Plug
& Ry L7 When energized, the cartridge's spool shifts to allow flow from @ to @), B=ffi/i Double Spade VIIl. f@#R3H O BODY PORTING
g% 78182 P while blocking flow at (1) . D=M 35|tk Double Lead 4T=5AE4T
Hw 5004 — S=# £ 5| Single Lead 8T=SAES8T
% 25(1.7) — H=DIN43650 3G=G3/8
W 3N=NPT3/8
¥ o 10 20 30 40 Vs EE/R%?—_ Current Type H A2 g O 2 AT R
TG E i f Direct current Other porting is available
FLOW”?;“(IW) A—EE/FEEE Alternating current
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