®

(MERIC

#HLEEFF S Symbol #Z % R~ INSTALLATION DIMENSIONS

MBRV-08-3R
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Bi-directional Relief Valve

HEX25.4
H4ETORQUE 40Nm max.

KR &% Specifications
- T{E/E 5 Operating Pressure
- fE Flow

- At i@ Internal Leakage

_« iR Temperature

- f&7l Cavity

+ Rk Fluids

350BAR

30L/min

5drop/min.max.to 80% of norminal setting
-30°C to +120°C(-22°F to+250°F)

BRV see page K-33 |-

Mineral-based fluids with viscosities of 7.4 to 420 cSt. -
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Hardened,precision ground parts for durability
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Compact size

iTHAL & Order Type
L - T @A ETL

0] Industry common cavity MBRV—OS—SR - - %k =

*
- VRN R R DA - —_1
|

* %
T
I v

Fastresponse to pressure surges
- it i it

Low leakage design

I. #EEE Pressure Range 1. ¥t Seal-Kits IV. 3R 0 BODY PORTING
FEH-netaihs 10=0-1700psi(0-119bar) N=T l§# fZ Buna N B6T=SAE 6T
Performance Curve Pressure Preset:1000psi(69bar) V=& % Viton 8T=SAE 8T
Drop vs.Flow 20=0-2700psi(0-185bar) 4N=NPT 1/2
T 1€ Operation : . @ -
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E o0 LT My b R E R R R e L ) Preset:3000psi(207bar) it F 52 2207 Bar Other porting is available
5 [ m— The valveis a direct-acting,dual cross-over relidf valve in a single cartridge 6061-T6 aluminum
%% 2000 (138) _— format,When pressure at either port exceeds the nominal setting value, flow alloy rated at 207Bar
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L%l o N —T W|IIbetrlansmm(:}dlotheopposnleporl.Backpressurealeltherponwnlaffect S=4A#t it /%38 EE350Bar
2 the nominal setting of the opposite portona 1:1 basis. steel rated at 350Bar
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