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1 X VGA: max resolution up to 1920*1200@60Hz

1 X DVI: max resolution up to 1920*1200@60Hz

显示界面

显示:

规格

• 支持Intel 4代Core i3/i5/i7处理器

• 采用Intel H81芯片组

• 支持6 X  COM, 10 X USB, 2 X 千兆LAN，

• 提供 1 X VGA,1 X DVI，支持双屏异显

• 提供1 X PCIe X 16, 1 X PCIe X 4, 1 X PCIe  X 1, 4 X PCI,

   1 X Mini-PCIe(mSATA Supported)

305 X 220mm

ATX PSU

Operation: 0℃~60℃, Storage: -25℃~75℃

Operation: 10%~90%, Storage: 5%~95%, 

non-condensing

尺寸

电源

相对温度

相对湿度

MB-A810
4th Gen Intel® Core ™ Processor ATX

Intel® 4th Generation Core™ i3/i5/i7, Pentium®, 

Celeron® CPU, LGA1150

Intel® H81 Chipset

DDR3 1333/1600 MHz, 2 X U-DIMM, Up to16 GB 

1 X SATA 3.0, 2 X SATA 2.0, 1 X mSATA

1 X PCIe X 16, 1 X PCIe X 4, 1 X PCIe  X 1, 4 X PCI,

1 X Mini-PCIe(mSATA Supported)

AMI UEFI BIOS

Windows 7/8.1/10, Linux

CPU

芯片组

内存

硬盘

扩展槽

BIOS

系统

2 X Intel® 1Gbps PCIe Ethernet Controller, RJ45

5 X RS232, 1 X RS232/RS485  

2 X USB 3.0, 8 X USB 2.0

Realtek® ALC662 5.1 channel HDA Codec, 

with MIC/Line-out

2 X PS/2 (Keyboard and Mouse Supported)

1 X LPT  Header

8 X  programmable GPIO

以太网

串口

USB

音频

PS/2

并行端口

GPIO 

I/O 接口：

General：

机械和环境：

接口示意图：

产品特征
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MB-A810接口示意图
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