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GENUINELY HYSON HYSON

Metal Forming Solutions™

Since 1964 HYSON Metal Forming Solutions has been dedicated to providing safer and more reliable products
with worldwide support and service. We are continually at the forefront of innovative product design and
engineer forward-thinking features into our self-contained springs that enable our customers to provide safer
working environments.

Our nitrogen gas springs, which comply with all major industry standards are designed to reduce risk of tool
damage and injuries due to parts separating under high pressure and include at least one vital safety features:

V>max

???ROVQ)

0737651

Overstroke Protection:

In the event of an overstroke, the HYSON cylinder is designed to fail-safe and release pressure in
a pre-defined manner with deformation or knockout plug.

Overpressure Protection:

Designed to vent excessive gas in the event that the spring becomes overpressured with drawing
fluid, deformation of the safety lip guide or separation of disc will occur.

Overload Protection:

Reduce injuries and press damage with Overload Protection - In case of jammed tool, part or rod
side-load, the piston rod is designed for controlled gas venting between the seal and piston rod
with a specially designed guide and fundamental safety stop.

PED - Pressure Equipment Directive

The majority of HYSON nitrogen gas springs are PED (Pressure Equipment Directive) approved
to withstand a minimum of 2 million full cycles according to PED 2014/68/EU. Many of our
competitors are in compliance of PED, but compliance is unequal to the 2 million cycle test and
approval that HYSON gas springs have undergone. This is one more assurance that with HYSON
Nitrogen Gas Springs you receive an added value of safety reliability and operational excellence.
The Pressure Equipment Directive (PED) replaces all previous European legislation governing the
design, manufacture and testing of pressure vessels.
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HV!‘-UN T3 Series

Metal Forming Solutions™ . .
& High Force Gas Springs

THE HIGHEST FORCE IN SMALL SPACE
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LERTES HVESN

Metal Forming Solutions™

High Force Gas Springs

General Information

HYSON Metal Forming Solutions, headquartered in Brecksville Ohio, is a world class engineered product and
manufacturing company providing high-quality, safety-engineered force control to a wide range of industries and
applications. Throughout the years, the company has remained at the forefront of technical innovation, developing
forming solutions for critical machine, vehicle and precision metal processing applications. Our success lies with
our commitment to continually improve ourselves, our processes and our products to ensure we meet or exceed
our customer’s expectations. Our AS-9100, ISO 9001:2008 certification and PED certifications attest to our ongoing
commitment to the highest standards of quality.

Product Value

e The highest force nitrogen gas spring in the smallest space.
e The T3 models comply with the standards, ISO 11901-3 and VDI 3003 Part 3.
e Reduces your cost per ton

T3 Series Features

o Twelve models with contact forces from 380 Ibf to 45,000 Ibf.
e Extended stroke lengths to 125 mm/4.92 in.
e Variety of mounting options available.

e Standard charge ports work with most charging equipment.

ISO 9001:2008 certification

Focused on meeting customer expectations, ISO 9001 is an internationally recognized standard
for quality management with certificates issued to organization in 178 countries. This highly
regarded certification reflects HYSON’s ongoing commitment to deliver solutions that meet the

Q highest quality standards.

TUVRheinland

1SO 9001:2008
certification

Precisely Right.
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HVESN T3 Series

Metal Forming Solutions™

High Force Gas Springs

Product Specifications

[ T I \V/ <o 1WA USSR PPSROS Nitrogen
Max. Charging Pressure:
T3-170, T3-320, T3-350 1.uuteeieieiuieeiiieeitee ettt eieeesteeeteesbtesbeessbaeebeesbeesabeesbeesabeesabeesabeesabaesabeesasaesateesnseenates 180 bar/2610 psi
T3-500, T3-750, T3-1000, T3-1500, T3-2400, T3-4200, T3-6600, T3-9500, T3-20000 ......cccccvercveerrrrernennn 150 bar/2175 psi
@ o =T oq g Ve T U SRR 25 bar/365 psi
(@1 =T Yul T Il o] oY= = | U PPN 0°to80°C/32°t0o 176 °F
FOrce INCrease DY TEMPEIAtUIE: ....cccc.iiiecceeee e cteeeeetee e e e st e e e e te e e saaee e e sabaeeseasaeeesnsaaaeessteeesansaeens +0.3% per °C/+0.009% per °F
RECOMMENAEA IMAX. STrOKES/IVIIN: .eeeeeviiiiee ettt et e ettt e e e e e s e eaa et eeeeesesraateeeesssessasaeeeesssanssreseeesssesnnnnes ~15-100 @20 °C/68 °F
MaX. PiSTON RO VEIOCITY: 1ouviiiiiiiiiieciee ettt ettt e ettt e et e e te e e be e e baesabeesbaeeasessnbaesaseesnbaesnrenans 1.6 m/s / 315 ft per min
Y PO U L] =T B A o] USROS PPRI 100%
Valve Inlet:
T3-170, T3-320, T3-500, T3-750, T3-1000, T3-1500, T3-2400, T3-4200.....ccc0trrterreerrierreenreenreesreesseesiseesseensnes 4018112
T3-6600, T3-9500, T3-20000 ......eerveerurierireiniieenieesittesteesteeesteeesteeesseessseeesssesseeesseesbesesssesseesssesseesseessseessseesns 56-072-5500
Charge Fitting:
T3-170, T3-320, T3-350, T3-500, T3-750, T3-1000, T3-1500, T3-2400......ccccctrrrrerirerrireerieeenireesieessireesieessieessseesnns T2-770-T3
T3-4200, T3-6600, T3-9500, T3-20000.......cccteterurerirererieeeiteeeriteeiteessieessteessteessbeessbeesseessseesbeesnsaessessnseessseen T2-770-G1/8-P
Ordering Instructions Repair Kits
. -
Model Stroke (mm) 13-350 T35K-350
| | T3-500 T3SK-500
T3-170 T3-750 T3SK-750
T3-320 T3-1000 T3SK-1000
BT T3-1500 T3SK-1500
T3-500 T3-2400 T3SK-2400
T3-750 See T3-4200 T3SK-4200
T3-1000 Dimensional T3-6600 T35K-6600
T3-1500 Information T3-9500 T3SK-9500
T3-2400 Charts T3-20000 T3SK-20000
T3-4200 Note: The T3-2400x16 and T3-2400x19 are not possible to repair.
T3-6600
T3-9500
T3-20000
Mounting Options

Base Mount Drop -in Top Mount

Body Mount
B FC, FCS FFC S
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13-170 HYSON

. . Metal Forming Solutions™
High Force Gas Springs &

Advanced @ 11 mm/0.43 in (SOROe,
Safety Feature =
\\ /4 ] 02768
S
V>max
Overload
Protection

}7

17 mm/ 1 mm/
0.671in 0.041in Y
Overpressure R1mm/
Protection 0.04 in (ZX) L
~ Ee 6 mm/ 5 mm/
0.24in 0.20in

S>max e I
Overstroke
Protection

@ 19 mm/0.75 in
+0.1 mm/0.004 in

M6 charge port

T3-170 Dimensional Information

Order Number Stroke Contact Force  Full Stroke Force Cylinder Height Body Height Gas Weight
Model x Stroke 2610 psi at 68° F Y 10.25 Y +0.010 volume

N 2 5 mm i i [ kg

Preferred Stroke Lengths (optimal delivery)

T3-170x25 25 0.98 80 3.15 55 217 0.006 0.08
T3-170x38 38 1.50 106 4.17 68 2.68 0.009 0.09
1,700 380 2,800 630
T3-170x50 50 1.97 130 5.12 80 3.15 0.012 0.10
T3-170x63 63 2.48 156 6.14 93 3.66 0.015 0.12
Alternative Stroke Lengths
T3-170x7 7 0.28 a4 1.73 37 1.46 0.002 0.06
T3-170x10 10 0.39 50 1.97 40 1.57 0.002 0.06
T3-170x15 15 0.59 60 2.36 45 1.77 0.004 0.07
T3-170x19 19 0.75 68 2.68 49 1.93 0.005 0.07
1,700 380 2,800 630
T3-170x75 75 2.95 185 7.28 110 4.33 0.018 0.14
T3-170x80 80 3.15 195 7.68 115 4.53 0.019 0.14
T3-170x100 100 3.94 235 9.25 135 5.31 0.024 0.16
T3-170x125 125 4.92 285 11.22 160 6.30 0.030 0.19

Note: All dimensions are nominal. Data shown are typical. Actual data for any particular unit may vary.
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HYSON

Metal Forming Solutions™

Note: All flanges ordered separately

-~

T3-170

Mounting Flanges

FCR - Top Mount
Order number: FCR-19

21.5mm/
0.85in

¢ Iz

9 mm/
0.35in

+ 1.0 mm/0.04
l«—Body @ 0.5 mm/0.02

@ 45 mm/1.77 in —|
"32 mm/1.26 in —»

25 mm/0.98 in

|

-

FCR - Top Mount

SRR
ISO
Order number: FCR-90 e

Lot

+1.0 mm/0.04
l«—Body @ | 5's mmy0.02

@ 45 mm/1.77 in —»y
=\
%%f 2
(N O 12mm/ 25 mm/
S i/ 047in - .98in
‘\\ //’ S | L

-

FM - Bottom Mount
Order number: FM-90

@7 mm/ |( 1\\ —
0.28 in 1 1
> - |
| 1
7 S J
f==oF=: :
L __ ]
A
10 mm/ /
0.39in
7 mm/
0.28in (e—— @45mm/1.77in ——»]
- 32mm/1.26in —»=
O O 25 mm/0.98 in

:

A\

Bottom mount to be used for strokes from 7-25 mm/0.28-0.98 in only

© Hyson 2017
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T3-320 HYSON

. . Metal Forming Solutions™
High Force Gas Springs &

Advanced @ 15 mm/ oROve,
Safety Features 0.59in
\\\ /4 0747681
V>max S
Overload
Protection

17 mm/

! 1 mm/
0.671in 0.04in| Y
P>max ]
Overpressure R (2x) 1 mm/
Protection 0.04in L
>~ - 5 mm/
0.20in

S>max

Overstroke
Protection

@ 24.9 mm/
0.98in

+0.05 mm/0.002 in

M6 charge port

T3-320 Dimensional Information

Order Number Stroke Contact Force  Full Stroke Force Cylinder Height Body Height
Model x Stroke 2610 psi at 68° F Y $0.25 Y 0.010 L

\'} A ) mm in

Preferred Stroke Lengths (optimal delivery)

T3-320x25 25 0.98 5,200 | 1,170 80 3.15 55 2.17 0.011 0.14
T3-320x38 38 1.50 5,300 | 1,190 106 4.17 68 2.68 0.017 0.16
T3-320x50 50 1.97 3,200 720 5,300 | 1,190 130 5.12 80 3.15 0.022 0.19
T3-320x63 63 2.48 5,300 | 1,190 156 6.14 93 3.66 0.028 0.21
Alternative Stroke Lengths

T3-320x7 7 0.28 4,800 1,080 44 1.73 37 1.46 0.004 0.10
T3-320x10 10 0.39 4,900 | 1,100 50 1.97 40 1.57 0.005 0.11
T3-320x15 15 0.59 5,100 | 1,150 60 2.36 45 1.77 0.007 0.12
T3-320x19 19 0.75 5,100 | 1,150 68 2.68 49 1.93 0.009 0.13
T3-320x75 75 2.95 3,200 720 5,300 | 1,190 185 7.28 110 4.33 0.034 0.24
T3-320x80 80 3.15 5,300 | 1,190 195 7.68 115 4.53 0.036 0.25
T3-320x100 100 3.94 5,300 | 1,190 235 9.25 135 5.31 0.044 0.29
T3-320x125 125 4.92 5,300 | 1,190 285 11.22 160 6.30 0.055 0.33

Note: All dimensions are nominal. Data shown are typical. Actual data for any particular unit may vary.
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HYSON

Metal Forming Solutions™

Note: All flanges ordered separately

T3-320

Mounting Flanges

-~

-

FCR - Top Mount I/@SO“ SM - Side Mount
Order number: FCR-180 e Order number: SM-180
!
.
Top Mount i i 1 mm/0.04 in ‘
T , |
[ ! 21.5mm/0.85in i 14.5 mm/0.57 in + stroke
F77 - 1mm/0.04in| | g-;smm/
:l/_\ : 0.35in i 1 <o 1n Top ‘View 15mm/0.59 in
T : \ w e —
[ | Al [ I I
Bocy # {52TTIR% st 29( | \a&b AN | 3o
) 2.13in | g.amm/ [1T1CT ST 1.18in
@7 mm/ @ 50 mm/1.57 in 38 mm/ Lo Jossm LS LT
0.281in = W 1.50in | | ‘ = -
; \69 3 I ] @ _ J 7 mm/0.28 in
e ‘\‘ — 18 mm/ L 1 <52 mm/2.05in
~ 1N 0-74in 30 mm/ EE ;
\\ ,’I{B g @ 13.5 mm/0.53 in
N ] * 36 mm/1.42in
L 34 mm/1.34in ) L y,
'd N\ e N\

FC - Circular Flange
Order number: FC-180

FCR - Top Mount
Order number: FCR-25

@50 mm/1.97 in
—— @38 mm/1.50in

_l_
26.9+0.25 mm/ 1mm/0.04in | !
Top Mount 1.06£0.01 in(4x) | i |
pny pml By
11+0.1mm/ P - AN
0.43£0.003 in it uiute

+1.0 mm/0.04
Body @ 05 mm/0.02

@50 mm/1.97 in —
’¢38 mm/1.50 in -

30 mm/
1.18in

@7 mm/0.27 in (4x) ¢

A\ J AN J
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T3-350 HYSON

. . Metal Forming Solutions™
High Force Gas Springs &

Advanced @ 16 mm/ - - 9ROV
0.63in Thread for
Safety Features maintenance, M6
\\\ /4 ? 02768
12.5 mm/ S
0.49in
V>max l
Overload |
Protection A
2 mm/
0.08in M
R1mm/ L
P>max 0.04 in
Overpressure
Protection gisﬁ:;ﬂ/ 6 mm/
’ 0.24in
~— 1
N A
S>max ?31.9mm/1.25in
Overstroke 4 mm/ - M6 charge port
Protection 0.16in +0.05 mm/OOOl n

M6X1 (2x),
depth 6 mm/0.24 in

T3-350 Dimensional Information

Order Number Stroke Contact Force  Full Stroke Force Cylinder Height Body Height Gas Weight

Model x Stroke S 2610 psi at 68° F volume
Y £0.25 Y +0.010 L

N . X mm i i kg

Preferred Stroke Lengths (optimal delivery)

T3-350x25 25 0.98 5,500 1,235 80 3.15 55 2.17 0.02 0.22
T3-350x38 38 1.50 5,500 1,240 106 4.17 68 2.68 0.03 0.26
T3-350x50 50 1.97 3,600 810 5,500 1,260 130 5.12 80 3.15 0.03 0.29
T3-350x63 63 2.48 5,500 1,260 156 6.14 o) 3.66 0.04 0.33
Alternative Stroke Lengths

T3-350x10 10 0.39 5,900 1,330 50 1.97 40 1.57 0.01 0.17
T3-350x13 13 0.51 5,200 1,190 56 2.20 43 1.69 0.01 0.18
T3-350x16 16 0.63 5,300 1,210 62 2.44 46 1.81 0.01 0.19
T3-350x19 19 0.75 5,600 1,260 68 2.68 49 1.93 0.01 0.20
T3-350x32 32 1.26 3,600 810 5,500 1,235 94 3.70 62 2.44 0.02 0.24
T3-350x75 75 2.95 5,500 1,260 180 7.09 105 4.13 0.05 0.37
T3-350x80 80 3.15 5,500 1,240 190 7.48 110 4.33 0.05 0.39
T3-350x100 100 3.94 5,500 1,240 230 9.06 130 5.12 0.06 0.45
T3-350x125 125 4.92 5,500 1,240 280 11.02 155 6.10 0.08 0.53

Note: All dimensions are nominal. Data shown are typical. Actual data for any particular unit may vary.
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HYSON T3-350

Metal Forming Solutions™ .
& Mounting Flanges

Note: All flanges ordered separately

FC - Circular Flange FFC - Lower Square Flange I”?“b
Order number: FC-350 Order number: FFC-350 ~
50 mm/1.97 in

o 87 mm/ 35mm/1.38in @7 mm/

[ 0.28in L=

Vo 17 mm/ - —

: : 0.67 in y ;

F—-ﬁ'

- q1--
[N}
I
I
|}

I

/
I
1

/

-

7
s

sty 9 oo | NS T 0

+2.0 mm/0.08 in
+0.5 mm/0.02 in

35mm/1.38in

12 mm/0.47 in

< (3 49.5 mm/1.95in —»~

l«—— @60mm/2.36in — |

FCS - Upper Square Flange
Order number: FCS-32
a—— 49.5mm/1.95in —

~——— 45mm/1.77in ——»

) ‘4— 35mm/1.38 in

I LT =

rTITY - Tl
NS

i ~ 9mm/ * |

1 1035iny 17 mm/

1

1 0.67in !

b

S :

I

L i [

L ~——_d

Body @

+2.0mm/0.08 in

+0.5 mm/0.02 in @7 mm/0.28 in
A J
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T3-500 HYSON

. . Metal Forming Solutions™
High Force Gas Springs &

Advanced @ 20 mm/0.79 in (SOROe,
fety F r
Safety Features | Thread for
\[Al/ maintenance M6
N 14 f 02768
S
V>max 12.5 mm/
Overload 0.49in
Protection ]
| Y
R1mm/ L
0.04 in
P>max
Overpressure 4 mm/
Protection .
0.16in

L)
- 1 .
4 mm/
0.16in L{Djmm/lA M6 charge port
S>max +0 mm/0in
Overstroke ~0.2 mm/0.007 in
Protection
25 mm/,
0.98in

M6X1 (4x),
depth 6 mm/
0.24in

T3-500 Dimensional Information

Order Number Stroke Contact Force  Full Stroke Force Cylinder Height Body Height
Model x Stroke 2175 psi at 68° F Y+0.25 Y +0.010

N 5 : mm in
Preferred Stroke Lengths (optimal delivery)
T3-500%x25 25 0.98 7,300 | 1,640 80 3.15 55 2.17 0.03 0.31
T3-500x38 38 1.50 7,200 | 1,620 106 4.17 68 2.68 0.04 0.36
T3-500x50 50 1.97 4700 | 1,055 7,200 | 1,620 130 5.12 80 3.15 0.05 0.41
T3-500x63 63 2.48 7,200 | 1,620 156 6.14 93 3.66 0.06 0.46
Alternative Stroke Lengths
T3-500x10 10 0.39 7,200 | 1,620 50 1.97 40 1.57 0.01 0.25
T3-500x13 13 0.51 7,100 | 1,600 56 2.20 43 1.69 0.01 0.26
T3-500x16 16 0.63 7,200 | 1,620 62 2.44 46 1.81 0.02 0.27
T3-500x19 19 0.75 7,400 | 1,660 68 2.68 49 1.93 0.02 0.29
T3-500x32 32 1.26 | 4,700 | 1,055 | 7,200 | 1,620 94 3.70 62 2.17 0.03 0.34
T3-500x75 75 2.95 7,100 | 1,600 180 7.09 105 4.13 0.07 0.50
T3-500x80 80 3.15 7,100 | 1,600 190 7.48 110 4.33 0.08 0.52
T3-500x100 100 3.94 7,100 1,600 230 9.06 130 5.12 0.10 0.60
T3-500x125 125 4.92 7,100 | 1,600 280 11.02 155 6.10 0.12 0.69

Note: All dimensions are nominal. Data shown are typical. Actual data for any particular unit may vary.
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HYSON

Metal Forming Solutions™

Note: All flanges ordered separately

T3-500

Mounting Flanges

-~

40 mm/1.57 in
-

|=—@ 56.5 mm/2.22 in —»|

l«—— #68mm/2.68in —

FC - Circular Flange I/@SO\
Order number: FC-250 et
i @7 mm/
o 0.28in
Vo 17 mm/
[ 0.67 in
[ Y
W
i ! Y
1
F::::q
1
.
A
Body @ ™ g.?Sr?r/\
+2.0 mm/0.08 in
+0.5 mm/0.02'in

FFC - Lower Square Flange I”?b
Order number: FFC-250 ~
f«——55mm/2.16 in —»
@7 mm/

ﬁ40 rﬁn?/l..S? irT »‘

12 mm/0.47 in

A N\ J
P
FCS - Upper Square Flange I/@SO\
Order number: FCS-250 2
«—— 56.5mm/2.22in ——»
<~—— 52 mm/2.05 mm —»
|<«— 40 mm/1.57 in
Lo .
| S .
1 1 -
1 1 EB
1 1
1 1
I I \Y
1 1
:__ 1
[ mm/ ?
: .
1
[
P
i
I'— _____ Seo2
Body @
+2.0mm/0.08 in
+0.5mm/0.02 in
\
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T3-750 HYSON

. . Metal Forming Solutions™
High Force Gas Springs &

Advanced @ 25 mm/0.98 in 92ROV,
Safety Features | Thread for
/ maintenance M6
\\\ /4 T ] 02768
16.5 mm/ S
V>max 0.65 in
Overload
Protection 7 — =
2 mm/ Y
i 0.08 in
R1mm/ L
0.04 in
P>max
Overpressure 4 mm/ 6 mm/
Protection 0.16in 0.24in
| Ee
R A
45.2 mm/1.77 in
S>max 4 mm/ <—>¢ / = ve charge port

0.16in ¥0.1 mm/0.004 in

Overstroke
Protection

20 mm/0.78 in
T3-750 Dimensional Information

Order Number Stroke Contact Force  Full Stroke Force Cylinder Height Body Height Gas Weight
Model x Stroke 2175 psi at 68° F Y+0.25 Y +0.010 volume

N Ibf. X mm in i ¢ kg
Preferred Stroke Lengths (optimal delivery)
T3-750%x25 25 0.98 11,800 | 2,650 82 3.23 57 2.24 0.04 0.45
T3-750x38 38 1.50 11,800 | 2,650 108 4.25 70 2.76 0.05 0.53
T3-750x50 50 1.97 7,400 | 4,663 11,800 | 2,650 132 5.20 82 3.23 0.07 0.61
T3-750%63 63 2.48 11,800 | 2,650 158 6.22 95 3.74 0.09 0.69
Alternative Stroke Lengths
T3-750x10 10 0.39 12,100 | 2,720 52 2.05 42 1.65 0.02 0.37
T3-750x13 13 0.51 12,100 | 2,720 58 2.28 45 1.77 0.02 0.39
T3-750x16 16 0.63 12,100 | 2,720 64 2.52 48 1.89 0.03 0.41
T3-750x19 19 0.75 11,700 | 2,630 70 2.76 51 2.01 0.03 0.41
T3-750x32 32 1.26 7,400 | 1,665 | 11,800 | 2,650 96 3.78 64 2.52 0.05 0.50
T3-750%75 75 2.95 11,900 | 2,675 182 7.17 107 4.21 0.10 0.77
T3-750x80 80 3.15 11,900 | 2,675 192 7.56 112 4.41 0.11 0.80
T3-750x100 100 3.94 11,900 | 2,675 232 9.13 132 5.20 0.13 0.93
T3-750x125 125 4.92 11,900 | 2,675 282 11.10 157 6.18 0.17 1.09

Note: All dimensions are nominal. Data shown are typical. Actual data for any particular unit may vary.

12 1-800-876-4976 ¢ 440-526-5900 ¢ Orders@HysonSolutions.com © Hyson 2017



HYSON

Metal Forming Solutions™

Note: All flanges ordered separately

T3-750

Mounting Flanges

FC - Circular Flange I"sﬁo“ FFC - Lower Square Flange fg’i“)
Order number: FC-500 ~ Order number: FFC-500 ~
A e @9 mm/ e 70mm/2.75in —»f
P [O) 0.35in - : 29 mm
P 23 mm/ ( " 50 mm/1.97 in 0 35mm
P 0.91in 7 \ /035in
';:2'---—' ‘/ )
! | v ! ! T
[ [ | |
I: _____ q \ / 70 mm/
o ! [ \ / 2.75in
Body & i 13 mm/ G}@ ﬁ:ﬁ} ! 50 mm/
+2.0 mm/0.08 in 0.5%in &_‘y 1.97in
+0.5 mm/0.02 in .
50 mm/1.97 in
|<«— @ 70.7 mm/2.78 in —p] _20mm/0.79in
«—— (#86mm/3.39in — |
. J . J
'd N\
FCS - Upper Square Flange I/@SO\
Order number: FCS-500 e
f«— 70mm/2.75in —]
50 mm/1.97 in @9 mm/
-
- - 20 mm/0.79 in
\\§ J
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T3-1000

High Force Gas Springs

Advanced @28 mm/1.10in
Thread for
Safety Features maintenance, M6
N/ 2 T
17.5 mm/ S
V>max 0.69in ‘
Overload
Pr;fe:cotiaon ¥ ‘[
A
3 mm/
A 0.12in
P>max R2 mm/ L
Overpressure 0.08 in
Protection
7 mm/
0.28in
| 6 mm/
= = . 0.24 in
\ V
S>max &
Overstroke 8 mm/ 50.2 mm/198 in
Protection 0.31in +0 mm/0in — M6

T3-1000 Dimensional Information

-0.2 mm/0.007 in

20 mm/0.79 in

charge port

M8X1.25 (2x),
depth 6 mm/
0.24 in

HYSON

Metal Forming Solutions™

K3l

02768

Order Number Stroke Contact Force  Full Stroke Force Cylinder Height Body Height Gas Weight
Model x Stroke 2175 psi at 68° F Y10.25 Y +0.010 volume

N |bf. mm in ¢ kg
Preferred Stroke Lengths (optimal delivery)
T3-1000x25 25 0.98 14,200 | 3,190 88 3.46 63 2.48 0.05 0.59
T3-1000x38 38 1.50 14,500 | 3,260 114 4.49 76 2.99 0.07 0.70
T3-1000x50 50 1.97 9,200 s 14,600 | 3,280 138 5.43 88 3.46 0.09 0.79
T3-1000x63 63 2.48 14,700 | 3,305 164 6.46 101 3.96 0.11 0.89
Alternative Stroke Lengths
T3-1000x13 13 0.51 13,800 | 3,105 64 2.53 51 2.01 0.03 0.50
T3-1000x16 16 0.63 13,800 | 3,105 70 2.76 54 2.13 0.04 0.52
T3-1000x19 19 0.75 14,000 | 3,145 76 2.99 57 2.24 0.04 0.54
T3-1000x32 32 1.26 14,300 | 3,215 102 4.02 70 2.76 0.06 0.64
T3-1000x75 75 2.95 5,200 | 2,070 14,700 | 3,305 188 7.40 113 4.45 0.13 0.99
T3-1000x80 80 3.15 14,800 | 3,325 198 7.80 118 4.65 0.14 1.03
T3-1000x100 100 3.94 14,800 | 3,325 238 9.37 138 5.43 0.17 1.19
T3-1000x125 125 4.92 14,800 | 3,325 288 11.34 163 6.41 0.21 1.39

Note: All dimensions are nominal. Data shown are typical. Actual data for any particular unit may vary.
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HYSON

Metal Forming Solutions™

Note: All flanges ordered separately

T3-1000

Mounting Flanges

-~

FC - Circular Flange In?ﬁ
Order number: FC-750 Sy
=
[
[
- 24 mm/
[ 0.94in
se==
i i v
II:::::]
1
L
‘\\‘ : 13 mm/
Bod N f
+c2)4oym¢m/o,og in 0.51in
+0.5 mm/0.02in

56.5 mm/
2.22in

@ 80 mm/

3.15in

[

l«—— @ 95mm/3.74 in —»|

-

FCS - Upper Square Flange
Order number: FCS-750

-

T

TR

ISO

NS
80 mm/3.15in ——»]
70 mm/2.76 in  ——»

Body @
+2.0 mm/0.08 in

56.5mm/2.22 inj

+0.5 mm/0.02 in

-

A

@ 15 mm/ @ 15 mm/0.59 in (2x)
0.59in (2x)
«— 75 mm/2.95in —»
M10 56.5 mm/2.22 in
~ T AN
)\ \
O | O
<>
77'4/_@\ (\ZJ\ D
\“‘/\,\*’/ *
A
i N )
I Q
A M10
- @20 mm/0.79 in
N J

S-Support Mount I/mSO\ FFC- Lower Square Flange I’mso‘
Order number: S-750 i Order number: FFC-750 ~
Note! Support 40 mm/1.57 in L Mounting
Sis designed screw .
to be used in o - a———75 mm/2.95 in ——»|
combination with % \ i @9 mm/
; 20 mm o 20 mm/ 56.5 mm/2.22 in r
flanges mounted in . 7 7 . [‘ j 0.35in
the U or Cgroove 0.72in g ‘ 0.79in B /
or base mounting vg . ! : :
option. . 4‘»7777 7 :
The mounting ) T
screw (M8) should 40 mm/ i
be tightened with 1.57in T i T T i T
torque 25 Nm. : I : : I :
1 1 1 1 1 1
20 mm/0.79 in l«——— 130mm/5.12in — ]
110 mm/4.33 in -
@9 mm/0.35 in
I R s
. .35in
30 mm/1.181in {{ ! | |@ Yol o 24 mm/0.94 in
1 o
I
10 mm/ 0.39in
A J A J
' 1\

MP - Base Mounting Flange I/@SO\
Order number: MP-750 e
@9 mm/0.35 in (2x) A-A @9 mm/ 14 (2x)

| | 03sin2v 20 mm/0.79 in

| | +0 mm/0in

12 mm/0.47 (2x) ‘ ‘ -0.1 mm/0.003 in
I I

© Hyson 2017
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T3-1500 HYSON

. . Metal Forming Solutions™
High Force Gas Springs &

Advanced @ 36 mm/1.42 in o
Safety Features |_Thread for
maintenance, M6
\\\ /4 Ola76se
19 mm/
V>max 0.75in
Overload
Protection Y = 5
L
P>max R2 mm/
0.08 in
Overpressure
Protection 7 mm/ . mm/
0-281iny 0.241in
it e A
8 mm
S>max 0.31 ir/l @ 63.2mm/2.491 M6 charge port

+0.1mm/0.004 in

Overstroke
Protection

- M8X1.25 (6x),
depth 6 mm/
| 0.24in

S4

20 mm/0.79 in
28.3 mm/1.11in
@ 40 mm/1.57 in

T3-1500 Dimensional Information

Order Number Stroke Contact Force  Full Stroke Force Cylinder Height Body Height Gas Weight
Model x Stroke 2175 psi at 68° F Y1025 Y +0.010 volume

N |bf. 2 mm in i ¢ kg
Preferred Stroke Lengths (optimal delivery)
T3-1500x25 25 0.98 24,300 | 5,365 94 3.70 69 2.72 0.08 1.03
T3-1500x38 38 1.50 23,900 | 5,375 120 4.72 82 3.23 0.12 1.15
T3-1500x50 50 1.97 15000 | 3,375 24,000 | 5,395 144 5.67 94 3.70 0.15 1.28
T3-1500x63 63 2.48 24,100 | 5,420 170 6.69 107 4.21 0.19 1.43
Alternative Stroke Lengths
T3-1500x13 13 0.51 24,000 | 5,395 70 2.76 57 2.24 0.05 0.89
T3-1500x16 16 0.63 24,100 | 5,420 76 2.99 60 2.36 0.06 0.93
T3-1500x19 19 0.75 24,200 | 5,440 82 3.23 63 2.48 0.07 0.96
T3-1500x32 32 1.26 23,800 | 5,355 108 4.25 76 2.99 0.11 1.08
T3-1500x75 75 2.95 15,000 13,375 24,200 | 5,440 194 7.64 119 4.69 0.22 1.57
T3-1500x80 80 3.15 24,200 | 5,440 204 8.03 124 4.88 0.24 1.63
T3-1500x100 100 3.94 24,300 | 5,465 244 9.61 144 5.67 0.29 1.86
T3-1500x125 125 4.92 24,300 | 5,465 294 11.57 169 6.65 0.36 2.15

Note: All dimensions are nominal. Data shown are typical. Actual data for any particular unit may vary.
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HYSON

Metal Forming Solutions™

Note: All flanges ordered separately

T3-1500

Mounting Flanges

-~

FCS-Upper Square Flange IAS@Oz\

Order number: FCX-1500 =
«—— 104 mm/4.09in —

~-—— 90 mm/3.54in —»

) ‘4— 73.5mm/2.89 in T

I""\ S ~.o

-3 - ‘ :

] | -

! 1

! 1

! 1

! 1

! 1

- W

bommtooo - ~ 16 mm/

|

1

b e e

[

1

|

Body @

+2.0 mm/0.08 in
+0.5 mm/0.02 in

-

FFC- Lower Square Flange
Order number: FFX-1500

@11 mm/

/0.43 in

«— 100 mm/3.94in —»y

~ 73.5mm/2.89 in

100 mm/
3.94in

24 mm/0.94 in

MP - Base Mounting Flange

Order number: MPX-1500

@ 9 mm/0.35 in (2x) @ 10.5 mm/0.41 in (2x)

| 20 mm/0.79 in

i I \ +Omm/0in
@ 15 mm -0.1 mm/0.003 in
0.59in (2x) 12 mm/0.47 in (6x)

@ 18 mm/0.71 in (4x)

<— 100 mm/3.94 in —»y

oMz
/ﬁ'\(\ D‘\\
N[5
M12 |
ISR AR
XY N R
A A
@20 mm/0.79 in

-

FCS-Upper Square Flange
Order number: FCSX-1500

«—— 90.5mm/3.56in —
~—— 80mm/3.15in —»
la— 64 mm/2.52in —py
=
! |
! 1
! 1
! 1
! 1
! 1
SRS
[
i
I
oo mmmmee
[P
|
! T TN
Body @

+2.0 mm/0.08 in
+0.5 mm/0.02in

© Hyson 2017
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13-2400 HYSON

. . Metal Forming Solutions™
High Force Gas Springs &

Advanced @ 45 mm/1.77 in i,
Safety Features Thread for
maintenance, M6
\\ /4 ? 02768
S
V>max — 3
Overlo?d 21 mm/
Protection 0.83in
R 2.5 mm/ % y
0.10in L
P>max 7 mm/
Overpressure 0.28 ini

Protection

= = 8 mm/
0.31in | @ 75.2 mm/2.96 in M6
+0.1mm/0.004 in charge port

S>max

Overstroke
Protection

@ 218.131 riv;m/* \ M8X1.25 (4x),
. depth 6 mm/

- @40mm/ | 024in
1.57in

T3-2400 Dimensional Information

Order Number Stroke Contact Force  Full Stroke Force Cylinder Height Body Height Gas Weight
Model x Stroke 2175 psi at 68° F Y10.25 Y +0.010 volume

N |bf. b mm in i ¢ kg
Preferred Stroke Lengths (optimal delivery)
T3-2400x25 25 0.98 38,700 | 8,700 95 3.74 70 2.76 0.13 1.45
T3-2400x38 38 1.50 38,400 | 8,635 121 4.76 83 3.27 0.18 1.65
T3-2400x50 50 1.97 240001 3,395 39,200 | 8,815 145 5.71 95 3.74 0.23 1.84
T3-2400x63 63 2.48 39,200 | 8,815 171 6.73 108 4.25 0.28 2.20
Alternative Stroke Lengths
T3-2400x16 16 0.63 38,300 | 8,610 77 3.03 61 2.40 0.09 1.34
T3-2400x19 19 0.75 38,500 | 8,655 83 3.27 64 2.52 0.10 1.38
T3-2400x32 32 1.26 38,600 | 8,680 109 4.29 77 3.03 0.16 1.56
T3-2400x75 75 2.95 24,000 | 5,395 | 39,200 | 8,815 195 7.68 120 4.72 0.33 2.26
T3-2400x80 80 3.15 39,200 | 8,815 205 8.07 125 4.92 0.35 2.32
T3-2400x100 100 3.94 39,300 | 8,835 245 9.65 145 5.71 0.43 2.66
T3-2400x125 125 4.92 39,300 | 8,835 295 11.61 170 6.69 0.54 3.05

Note: All dimensions are nominal. Data shown are typical. Actual data for any particular unit may vary.
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HYSON

Metal Forming Solutions™

Note: All flanges ordered separately

T3-2400

Mounting Flanges

'd N\ N\
FC - Circular Flange I/@SO\ FCS - Upper Square Flange I/®SO\
Order number: FC-1500 et Order number: FCS-1500 it

«—— 122 mm/4.80in — a——— @104 mm/4.09 in
@ 104 mm/4.09 in ~—— 90mm/3.54in  — =y
73.5 mm/2.89 in
73.5 mm/.89in N O j
;::'_:I - ‘ "~
' 1
. © @
r 3 ! | 29 mm/
[ | ! 1.14in
1 1 ! I
I 1 k- - oqr
[ [ A, S
[ 1 1
1 1 I
1 1 1
| ]
| I S
I ISP
1 1
yTTTSO 0 1
b= ~
Body @ - T
+2.0 mm/0.08 in
+0.5mm/0.021n fziym(am/o.os "
+0.5 mm/0.02 in
0.43in

A J J

e N N
FFC- Lower Square Flange I/@SO\ MP - Base Mounting Flange I/SS@ORK
Order number: FFC-1500 s Order number: MP-1500 e

@ 11 mm/0.43 in (4x) A-A @ 9 mm/0.35 in (4x)
e 100 mm/3.94in —» 12 mm/0.47 in (4x) |, 14 mm/0.55 in (4x)
~ 735 mm/2.89n @11 mm/ } ‘ /j 20mm/0.791n
/0.43 in i i +0 mm/0in
o~ @18 mm/ @ 15 mm/ -0.1 mm/0.003 in
12 mm/ / 0.71in (4x) 0.591in (4x)
___047in ) <=— 100 mm/3.94 in —»
i i ‘ 100 mm/ 73.5mm/2.89in
b ! v ] 3.94in |
L 1 - l/f\
' ! L /1| 735mm AN D
L /| 2.89in | M20
i ! v/ .
\ C y
T -
o i
\ ) R A
ol 24 mm/0.94 in rf_(.@/, i
A
@ 40 mm/1.57 in
. J J
'd N\
S-Support Mount I/@SO\
Order number: S-1500 e
Note! 52.5mm/2.07 in Mounting
SupportSis ﬁ/ screw
designed to o
be used in 225 A
combination 0;;?,4 Q?’ b (2)28?; mm/
with flanges & 6o in
mounted in VS
the C groove 2) 1
or base + [} / j
mognting 52.5 mm/ /
oprlon. 207 in : : : :
The mounting * : : : :
screw (M10) .
shouldbe ~ 20MM/079in[ | j60mm/630in |
ﬁ?*‘hte“ed <« 137mm/5.39in — = @G 1lmm/
o orque 811 mm/0.43in 0.43in
T
A !
30 mm/1.18 in g |@ g
¢ UK
11.5mm/ 0.45in
\
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13-4200 HYSON

. . Metal Forming Solutions™
High Force Gas Springs &

Advanced @ 60 mm/2.36in GPROV
| | Thread for . N
Safety Features maintenance, M8
\\ /4 9014/68\(90
24 mm/ A
0.94 in s
V>max — -
Overload
Protection
‘ 3 mm/
+— 012in| vy
L
R2.5mm/
0.10in
P>max
. ;
;f;f:;sounre 7 mm/ 10.5 mm/
0.28in 0.41in
~ — | -
= e |
8 mm/ ©®95.2 mm/3.74 in ~—G1/8
S>max 0.31in +0.1mm/0.004 in charge port

Overstroke
Protection

90°

@ 42.4 mm/1.67 in M8X1.25 (4x),
depth 12 mm/

@60 mm/2.36in  0.471in

T3-4200 Dimensional Information

Order Number Stroke Contact Force  Full Stroke Force Cylinder Height Body Height
Model x Stroke 2175 psi at 68° F Y +0.25 Y +0.010

N Ibf. Ibf.
Preferred Stroke Lengths (optimal delivery)
T3-4200x50 50 1.97 67,000 | 15,065 158 6.22 108 4.25 0.40 3.57
T3-4200x63 63 2.48 67,800 | 15,245 184 7.24 121 4.76 0.49 4.10
T3-4200x80 80 3.15 42,000 19,440 68,600 | 15,425 218 8.58 138 5.43 0.61 4.32
T3-4200x100 100 3.94 69,100 | 15,535 258 10.16 158 6.22 0.74 4.81
Alternative Stroke Lengths
T3-4200x16 16 0.63 61,700 | 13,870 90 3.54 74 291 0.15 2.81
T3-4200x19 19 0.75 63,700 | 14,320 96 3.78 77 3.03 0.18 2.88
T3-4200x25 25 0.98 60,800 | 13,670 108 4.25 83 3.27 0.26 2.96
T3-4200x32 32 1.26 | 42,000 | 9,440 | 64,300 | 14,555 122 4.80 90 3.54 0.30 3.13
T3-4200x38 38 1.50 65,800 | 14,795 134 5.28 96 3.78 0.32 3.28
T3-4200x75 75 2.95 68,000 | 15,290 208 8.19 133 5.24 0.58 4.20
T3-4200x125 125 4.92 69,600 | 15,645 308 12.11 183 7.20 0.91 5.42

Note: All dimensions are nominal. Data shown are typical. Actual data for any particular unit may vary.
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HYSON

Metal Forming Solutions™

Note: All flanges ordered separately

T3-4200

Mounting Flanges

-~

. Py s
FC - Circular Flange ISo FCS - Upper Square Flange Iso
Order number: FC-3000 e Order number: FCS-3000 et
|« @150 mm/5.91in — e— $130mm/5.12in — |
#130 mm/5.12 in ~——— 110 mm/4.33 in ——
~— 92 mm/3.62in —
92 mm/3.62 in i
[
[
' ! 1
P
r--‘| 1 1
1 1 1 |
L -
Lo R S—
Lo 1
= I
1 1
1 1
| |
| EPS | AP
1 1
1 — 1
Lo [
Body @
+2.0 mm/0.08 in Body @
+0.5 mm/0.02 in +2.0 mm/0.08 in
+0.5 mm/0.02 in
A J
s 2\
FFC- Lower Square Flange I/@SO\ MP - Base Mounting Flange :mso‘
Order number: FFC-3000 S Order number: MP-3000 S
@ 13.5 mm/0.53 in (4x) A-A @9 mm/
120 mm/4.72 in 13 mm/0.51 in (4x) 0.35in (4x) | 14 mm/0.55 in (4x)
92 mm/3.62 in @ 13.5 mm/ %/I
L /0.53 in @ 20 him/ @15 mm/ 20 mm/0.79 in
= ‘ = 0.79n (4x) 059 (@) o1madbosin
i - 5 — 120 mm/4.72 in —»y
. 5 4 =92 mm/3.62n =
| \ 120 mm/
! @130 mm/\\ : 4.72in M
T 5.12in I N>
/]| 92mm/ | m20
\ /"t 3.62in
' 9 A/
‘ | -
# ' {J& 1
— T ~ A
\ 5 {
_24mm/0.94in A A
@ 60 mm/2.39in
\\§ J
g
S-Support Mount I/@SO\
Order number: S-3000 S
Note! Support Sis . .
designed to be used 67.5 mm/2.66 in L Mounting
in combination with screw
flanges mounted in - f
the C groove or base 25 mm/ ‘ % 25 mm/
mounting option. 0.98in ‘ 0.98in
The mounting % 1 ‘
screw (M10) should 5 - - —
be tightened with g
torque 52 Nm. 62.5 mm/ | |
2.49 in¢ ! 1
| |
20 mm/0.79 in le———— 160 mm/6.30in
«—— 170 mm/6.69in —
/® 13 mm/0.51in 8slfi':fm/
4 i 1 i [4
30 mm/1.18 in |-(] i ‘ |@ R
1 ! i :
12.5 mm/ 0.49 in
\
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73-6600 HYSON

. . Metal Forming Solutions™
High Force Gas Springs &

Advanced @75 mm/2.95 in V?PROVQ)

Thread for
Safety Features L — maintenance, M8

N ‘%2 25.5 mm/ S 0747681
V>max
Overload
Protection Y
L
R 2.5 mm/
0.10in
7 mm/ n/
P>max 0.28 in
Overpressure ]
Protection
g r3nln?n . - G1/8
< - : +0.1mm/0.004 in charge port
S>max

Overstroke
Protection

M10X1.5 (4x),
depth 12 mm/0.48 in

T3-6600 Dimensional Information

Order Number Stroke Contact Force Full Stroke Force Cylinder Height Body Height
Model x Stroke 2175 psi at 68° F Y10.25 Y +0.010

N Ibf. Ibf.
Preferred Stroke Lengths (optimal delivery)
T3-6600x50 50 1.97 100,600 | 22,615 168 6.61 118 4.65 0.69 6.31
T3-6600x63 63 2.48 102,400 | 23,020 194 7.64 131 5.16 0.83 6.81
T3-6600x80 80 3.15 06,300 | 14,505 104,100 | 23,405 228 8.98 148 5.83 1.01 7.46
T3-6600x100 100 3.94 105,400 | 23,695 268 10.55 168 6.61 1.23 8.23
Alternative Stroke Lengths
T3-6600x16 16 0.63 89,000 | 20,010 100 3.94 84 3.31 0.32 5.00
T3-6600x19 19 0.75 91,000 | 20,460 106 4.17 87 3.43 0.35 5.11
T3-6600x25 25 0.98 93,900 | 21,110 118 4.65 93 3.66 0.42 5.34
T3-6600x32 32 1.26 | 66,300 | 14,905 | 96,100 | 21,605 132 5.20 100 3.94 0.49 5.61
T3-6600x38 38 1.50 98,200 | 22,075 144 5.67 106 4.17 0.56 5.84
T3-6600x75 75 2.95 103,400 | 23,245 218 8.58 143 5.63 0.90 7.27
T3-6600x125 125 4.92 106,500 | 23,945 318 12.52 193 7.60 1.50 9.19

Note: All dimensions are nominal. Data shown are typical. Actual data for any particular unit may vary.
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HYSON

Metal Forming Solutions™

Note: All flanges ordered separately

T3-6600

Mounting Flanges

- Ci s
FC - Circular Flange ISo
Order number: FC-5000 e
l«—— @ 175mm/6.89in ——»
l«— @155mm/6.10in — |

109.5 mm/4.31in

Body @

+0.5mm/0.02in

e N

FCS - Upper Square Flange
Order number: FCS-5000

«—— P 155mm/6.10in ——

ZER
ISO
N2

~+——— 130 mm/5.12 in

) ‘« 109.5 mm/4.31in »‘
1 L=
1Ty ot '

—

Body @

A J . J
' s 1\
ZER .
FFC- Lower Square Flange iSO MP - Base Mounting Flange I”sﬁo“
Order number: FFC-5000 =7 Order number: MP-5000 e
$13.5 mm/0.10 in (4x) A-A ? 11 mm/
140 mm/5.51 in 13 mm/0.51in (4x)_| | 043 n (4x) | 15 mm/0.59in (4x)
109.5 mm/4.31 in 3135 mm/ } i /j 20 mm/0.79in
0.53'"1 1 1 _YO mm/Oin
N - @ 20 mm/ @18 mm/ 0.1 mm/0.004 in
0.79in (4x 0.71in (4x)
«— 140 mm/5.51 in —wy
140 mm/ 109.5 mm/4.31in
5.51in
i «
-109.5 mm,
431in — M20
y
A A
24 mm/0.94 in TN
A
@ 80 mm/3.15 in
A . J
P
S-Support Mount I/@SO\
Order number: S-5000 =
Note! Support Sis X
designed to be used 77.5 mm/3.05 in L Mounting
in combination with screw
flanges mounted in § 1
the C groove or base 27.5 mm/ ,\v\ ‘ 27.5 mm/
mounting option. 1.08 in \v g ‘ | 1.08in
S
The mounting VS \ |
screw (M10) should o 4‘,7 o g
be tightened with f QN . T
t 52 Nm.
orque m 74mm/ |‘| / -
291in | ‘ | | ‘ |
]! !
20 mm/0.79in ~——— 220 mm/8.66in |
f<— 195 mm/7.68in ——>
/P13 mm/0.51in @13 mm/
i ' } d 0.51in
30 mm/1.18 in |-G ! ‘ |@ {f
* | ! |
1 | 1
12.5 mm/ &.49 in
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T3-9500 HYSON

. . Metal Forming Solutions™
High Force Gas Springs &

Advanced ‘ @ 90 mm/ " Thread for <2ROVe,
Safety Features maintenance, M8

27.5 mm/ g
N/ 2 1.98 in ] >
V> .
max / v
Overlo?d L
Protection R2.5 mm/
0.10in
8 mm/ n/
0.31in
P>max
O;f;f:;sounre 8 mm/ @ 150.2 mm/5.91 in - G1/8
0.31in +0.1mm/0.004 in charge port
| e
S>max

Overstroke
Protection

M10X1.5 (4x),

(4] gogﬁnm/ , depth 13 mm/0.51 in

T3-9500 Dimensional Information

Order Number Stroke Contact Force Full Stroke Force Cylinder Height Body Height Gas Weight
Model x Stroke 2175 psi at 68° F Y $0.25 Y +0.010 volume

N Ibf. Ibf. i i ¢ kg
Preferred Stroke Lengths (optimal delivery)
T3-9500x50 50 1.97 146,000 | 32,825 178 7.01 128 5.04 0.99 11.79
T3-9500x63 63 2.48 148,000 | 33,275 204 8.03 141 5.55 1.20 12.60
T3-9500x80 80 3.15 92000 | 21,380 150,000 | 33,725 238 9.37 158 6.22 1.47 13.66
T3-9500x100 100 3.94 151,000 | 33,950 278 10.94 178 7.01 1.79 14.91
Alternative Stroke Lengths
T3-9500x19 19 0.75 135,000 | 30,350 116 4.57 97 3.82 0.49 9.86
T3-9500x25 25 0.98 139,000 | 31,250 128 5.04 103 4.06 0.58 10.23
T3-9500x32 32 1.26 142,000 | 31,925 142 5.59 110 4.33 0.70 10.67
T3-9500x38 38 1.50 95,000 21,360 143,000 | 32,150 154 6.06 116 4.57 0.80 11.04
T3-9500x75 75 2.95 149,000 | 33,500 228 8.98 153 6.02 1.39 13.35
T3-9500x125 125 4.92 152,000 | 34,175 328 12.91 203 7.99 2.20 16.47

Note: All dimensions are nominal. Data shown are typical. Actual data for any particular unit may vary.
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HYSON

Metal Forming Solutions™

Note: All flanges ordered separately

T3-9500

Mounting Flanges

FC - Circular Flange ISO
Order number: FC-7500 ~
e—— 220 mm/8.66in ——

«— @195 mm/7.68in —»|

138 mm/5.43 in

+0.5 mm/0.02 in

-

-

FCS - Upper Square Flange
Order number: FCS-7500

«—— (B 195mm/7.68in —

ZERN
ISO
NSt

~—— 162mm/6.38in —»

|<«— 138 mm/5.43 in

i;:::: 4/""#"'\-\7
(D &

Body @

'd 1\ e 2\
FFC- Lower Square Flange I/@SO\ MP - Base Mounting Flange :mso‘
Order number: FFC-7500 D Order number: MP-7500 D

@ 17.5 mm/0.69 in (4x) A-A @11 mm/
{—— 190 mm/7.48 in ——»| 17 mm/0.67 in (4x) | | ‘ 0.43in (4x) | 20 mm/0.79 in (4x)
138 mm/5.43 in @17.5 mm/ \ \ //j|l
ﬁ j 089in | | 25 mm/0.981
— T = @ 26 mm/ @ 18 mm/ 5 mmm"/‘mr; n
: 1.02 in (4x) 0.71in (4x) 0.1 mm/0.003in
<— 190 mm/7.48 in —
190 mm/ 138 mm/5.43in
| 7.48in |
> N ‘ )
- 138 mm/ 7 7
) 5.43in e | M20
1 7{ s
S
L ~ A
_24mm/0.94in - “Dy | D)
A T
@ 100 mm/3.94 in
\\§ J \\§ J
'd N\
S-Support Mount I/@SO\
Order number: S-7500 D
Note! Support Sis . .
designed to be used in 95 mm/3.74 in Vi L\g?;wnnng
combination with flanges
mounted in the C groove !
or base mounting option. 30 mm/ 30 mm/
1.18in 1.18in
The mounting screw
(M10) should be tightened
with torque 52 Nm. —n —
N
100 mm/ | |
3.94in K K
| ‘ | | ‘ |
| - | | - |
28 7mgnj/ le——— 260 mm/10.24in ———»
2 -~ 230mm/9.06in — =
@ 13 mm/0.51 in
: | ‘ @ 13 mm/
! ! ! 0.51in
30 mm/1.18 in |- } | \@ {f
I I I
| | |
I
15 mm/ 0.59 in
A J
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73-20000 HYSON

. . Metal Forming Solutions™
High Force Gas Springs &

Advanced

?130 mm/5.12 in RO
= >|  Thread for P~
Safety Features // maintenance, M8
]
N/ 2 33.5 mm/ ; i M
1.32in
V>max
Overload 3 mm/
Protection N 0.12in
L
R2.5mm/
0.10in
0.31in : 0.59in
Overpressure
Protection
8 mm/ @ 194.9 mm +0.1/ -
— 0.31in’ 7.67 in +-0.004 in G1/8
charge port
S>max

Overstroke
Protection

F - 90°

@ 84.8 mm/

\ M12X1.75 (4x),

3.34in
depth 16 mm/
g120mm/ | g63in
4.72in

T3-20000 Dimensional Information

Order Number Stroke Contact Force Full Stroke Force Cylinder Height Body Height Gas Weight
Model x Stroke 2175 psi at 68° F Y $0.25 Y +0.010 volume

N Ibf. Ibf. i i ¢ kg
Preferred Stroke Lengths (optimal delivery)
T3-20000x50 50 1.97 298,000 | 67,000 210 8.27 160 6.30 2.12 24.87
T3-20000x63 63 2.48 307,000 | 69,100 236 9.29 173 6.81 2.50 26.28
T3-20000x80 80 3.15 200,000 | 45,000 315,000 | 70,900 270 10.63 190 7.48 3.00 28.13
T3-20000x100 100 3.94 323,000 | 72,700 310 12.20 210 8.27 3.58 30.30
Alternative Stroke Lengths
T3-20000x19 19 0.75 259,000 | 58,200 148 5.83 129 5.08 1.21 21.50
T3-20000x25 25 0.98 270,000 | 60,750 160 6.30 135 5.31 1.38 22.16
T3-20000x32 32 1.26 280,000 | 63,000 174 6.85 142 5.59 1.59 22.92
T3-20000x38 38 1.50 200,000 45,000 287,000 | 64,600 186 7.32 148 5.83 1.77 23.57
T3-20000x75 75 2.95 313,000 | 70,500 260 10.24 185 7.28 2.85 27.59
T3-20000x125 125 4.92 330,000 | 74,250 360 14.17 235 9.25 431 33.02

Note: All dimensions are nominal. Data shown are typical. Actual data for any particular unit may vary.
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HYSON

Metal Forming Solutions™

Note: All flanges ordered separately

T3-20000

Mounting Flanges

FCS-Upper Square Flange

/TR
ISO
Order number: FCS-10000 =

«—— $240.4mm/9.46 in ——»|
~—— 210mm/8.27in —»
|— 170 mm/6.69 in
.
1
| ! 47 mm/ @
Lo 1.85in
o
Leee _ﬂ%,
P
I I
I I
I
I
e,
| YRR
i
S, I
Body @ 27 mm/

1.06in

-

FFC- Lower Square Flange fg"é
Order number: FFC-10000 e
210 mm/8.27 in
170 mm/6.69 in @17.5mm/

24 mm/0.94 in

MP - Base Mounting Flange
Order number: MP-10000

@ 17.5 mm/0.69 in (4x) A-A @ 13.5 mm/0.53 in (4x)

17 mm/0.67 in (4x) | | | 13 mm/0.51 in (4x)
ZIl ‘ //j 25 mm/0.98 in
1 1 +0 mm/0in .
@ 26 mm/ @20 mm/ -0.1 mm/0.003 in
1.02 in (4x) 0.79in (4x)

— 210 mm/8.27 in —y

170 mm/6.69 in
|

an
{

| — M20

-

*
an
S

@120 mm/4.72 in
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