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Update Description
*Updated version information: From UO806A0 to U0O806UO or UO806V0

1. This is an SSD stability update to improve the stability of the SSD.

2. This update must be performed only when the SSD is identified. If the SSD cannot be
identified, go to Step 6. (This operation will clear data on the SSD.)

3. The online upgrade does not clear data. It's recommended that backing up your data
ensures data security.

Procedures

Step 1-1
Install the SSD on the computer. If the SSD cannot be identified, go to Step 6. Copy
file : 63xt ffu.zip to system desktop.

1File Edit Function Theme Disk Help Language
() Good () Good
VLS 39°C
CD: Disk 1
< NS512GSSD530 512.1 GB
=) ;
Health Status Firmware iUDBDGAD l Total Host Reads| 639 GB
[ Serial Number V57W011005T Total Host Writesl 571GB
Good ! ;
Interface |UASP (NVM Express) Rotation Rate| ---- (S5D)
Transfer Mode : | ---- Power On Counti 23 count
Temperature Drive Letter‘ Power On Hoursi 4 hours

Standard iNVM Express 1.3
Features iS,M ART.

Step 1-2
Open the APP CrystalDisklInfo, and check SSD FW Version. If UO806AO0 is displayed on
Current FW Ver, go to the next step.
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Step 1-3
Unzip file 63xt ffu to desktop
= . SR
MP Tool_Close ModernStandBy IEX SSDToolBox_V1128A_U0806UForEnd...
EEFHE TR Close ModernStandBy
\first click second run
Step 1-4

Click 63xt ffu, chose file" £ 4 F+ 2% 1. H _Close ModernStandBy" unzip
"SSDToolBox V1128A U0806UForEndUser (V1202 Release).rar", then double click
"SSDToolBox V1128A U0806UForEndUser (V1202 Release).exe" to run.

¢+ CrystalDiskinfo 8.17.8 x64 = >

File Edit Function Theme Disk Help Language
£ Good ) Good

200 48 °C
C:D: Disk 1
. NS512GSSD530 512.1 GB
Health Status Firmware U0806UO Total Host Reads. 775 GB
Serial Number V57W011001T Total Host Writes 998 GB
Good
Interface [UASP (NVM Express) Rotation Rate ---- (SSD)
100 %
Transfer Mode |---- | ---- Power On Count 21 count
Temperature Drive Letter Power On Hours. 2 hours
L \\ Standard INVM Express 1.3
¢-48°c4
j Features SM.AR.T.
Step 1-5

Final check if pass, run app CrystalDiskIinfo, show FW Ver: U0806UQO, it is PASS.
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- (EERBF)
Config
DriveSetting
EzTool
File For Linux Tool
Firmware
FlashDB
LightSwitch
Log File
RDT File
SWPretestDIl
Tables
TestResult
=] ChangeHistory.txt
=] name.txt
=] SM2260XTDLL.dI
SM2263XT MPTool.exe
M SM2263XT_TAS FW Release - PKGUOB06A PWUOB0BA. pdf
= SMI_Temp.dat
+ | System.ini

romcode

Step 1-6
If the SSD cannot be recognized, please reset the SSD by shorting that position as
shown in the diagram. Chose 63xt ffu another file "MP Tool_Close ModernStandBy",
and basis SSD's capacity to select the file, 256GB/512GB/1TB.run the
"SM2263XT MPTool.exe".

W SM2263XT MPTool  U0B04A DLL(FW1 _U0623A)
Flle About Error Code Define U0B04A

Config Ust R - @ 5M2263XT MPTool U0B04A DLLIFW1_U0623A)
ﬂ 1 fntial Card Spend Time — File About Error Code Define U0804A = _—
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Step 1-7
1. Scan device, 2. Start MP,3.check run percent, PASS interface FW Ver: U0806V0.
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