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P Series Windows Tablet

Features
10/8” Sunlight 
Readable Screen

IP67 Dust proof 
and Waterproof

Windows10 OS

Integrated 4G, Wi-Fi and 
Bluetooth® 4.0

P10W
P8W



P10W Tablet

LCD

Touch Panel

Size

Weight 

Drop Test 

Proof level

Work Temperature

Storage Temperature

OS

RAM

ROM

Rear Camera

Front Camera

Bluetooth

WIFI

4G

CPU

SIM Card

TF Card

Type A

Endurance

Earphone

Microphone

Accelerometer
Gyroscope

Compass

GNSS

Fingerprint

HDMI

-20℃~  60℃
-30℃~  70℃
Intel® Celeron® N3450 4*1.1GHz Turbo: 
2.2GHz
Windows10
4 GB
64 GB
8M
5M
BT 4.0
802.11 a/b/g/n/ac, 2.4GHz/5.8GHz 
Single
GSM: 850 / 900 / 1800 / 1900
WCDMA: B1 / B5 / B8 / B9
TDD-LTE: B38 / B39 / B40 / B41
FDD-LTE: B1 / B2 / B3 / B4 / B5 / B6 / B7 / 
B8 / B20 

Y 
Y 
Y 
Y 
Y
Y
Y 

Parameters Detail
10"  HD 1200*1920 500nits
 Multi-points capacitive screen 

256*187*17mm

950g

Survive from a 1.2m drop IP67 

MIL-STD-810G

Parameters
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DC Jack

Type C

Detail
Y

2

USB3.0

Battery

DC 12V 2A

GPS/GLONASS/GALILEO/BDS

11700mAh/3.8V

8 hours, with default 50% volume, 
default 250nit &1080P HD video on

10×back pogopin UART/USB/CAN/

DCIN/GPIO; 24×bottom USB2.0/DCIN/

GPIO/UART

I/O



P8W Tablet

LCD

Touch Panel

Size

Weight 

Drop Test 

Proof level

Work Temperature

Storage Temperature

OS

RAM

ROM

Rear Camera

Front Camera

Bluetooth

WIFI

4G

CPU

SIM Card

TF Card

Type A

Endurance

Earphone

Microphone
Accelerometer

Gyroscope

Compass

GNSS

Fingerprint

HDMI

-20℃~  60℃
-30℃~  70℃
Intel® Celeron® N3450 4*1.1GHz Turbo: 
2.2GHz
Windows10
4 GB
64 GB
8M
5M
BT 4.0
802.11 a/b/g/n/ac, 2.4GHz/5.8GHz 
Single
GSM: 850 / 900 / 1800 / 1900
WCDMA: B1 / B5 / B8 / B9
TDD-LTE: B38 / B39 / B40 / B41
FDD-LTE: B1 / B2 / B3 / B4 / B5 / B6 / B7 / 
B8 / B20 

Y 
Y 
Y 
Y 
Y

Parameters Detail
6"  HD 800*1280 500nits 

Multi-points capacitive screen 

210*130*14mm

498g

Survive from a 1.2m drop IP67 

MIL-STD-810G

Parameters
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DC Jack

Type C

Detail
Y

2

USB3.0

Battery

Y
Y 

DC 15V 2A
GPS/GLONASS/GALILEO/BDS 
3500mAh/7.6V
6 hours, with default 50% volume, 
default 250nit &1080P HD video on 
10×back pins UART/USB/CAN/GPIO; 
10×bottom USB2.0/DCIN/GPIO

I/O




