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MGS12 \ MGS12i 

GNSS功分器 

 

 

 
⚫ GNSS 测量测绘专用设计； 

⚫ MGS12 J1 输出端口通电 

⚫ MGS12i 任意输出端口供电 

⚫ 通过 96 小时盐雾测试（可选） 

⚫ 增益：典型 0dB、1dB～21Db、无源被动 

⚫ 频率范围:1150MHz~1650MHz 

⚫ 支持的系统：GPS/GLONASS/Beidou/Galileo/IRNSS/QZSS/SBAS/NAVIC/OmniStar 

⚫ 高隔离度 
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产品描述 

MGS12和MG12i是一分二的GNSS功分器，主要用途是共享GNSS天线，当作普通的射频功分器使用，MGS12

的标准配置是J1通直流，为连接到输入端口的有源GNSS天线供电，J2端口隔直流 ，并且有一个200 Ω的直流负

载来模拟任何连接到这个端口的接收机的直流损耗。 

MGS12i的两个输出端口同时通直流，两个输出端口同时为GNSS天线供电，标准配置的话输出端口没有200 

Ω的直流负载，如果需要这个200Ω的负载可以选择这个选项。 

 

电气参数 

 

  

参数 条件 最小 标称 最大 单位 

频率范围 天线– 任一端口 1150  1650 MHz 

输入&输出阻抗 输入, 全部输出端口  50  Ω 

增益 
0dB 

输入-输出端, 未使用的端口 - 50Ω 
-1 0 1 

dB 
放大后 19 21 23 

衰减损耗,无源被动 输入-输出端, 使用的端口 - 50Ω 3.5 4.5 5.5 dB 

输入驻波比    2.0:1 - 

输出驻波比    2.0:1 - 

噪声系数（放大后）    1.5 dB 

增益平 

坦度 

0`10dB    1  

10~21dB 
 

  2 dB 

无源被动   1 dB 

电流平衡    0.5 dB 

相位平衡    1.0 deg 

群时延平坦度    1 ns 

隔离度 

(无源) 所有端口- 50Ω 9   

dB 0~10dB  30   

10~21dB  11   

馈电直流输入 

MGS12i 标配 3.3 5 16 

VDC 
MGS12i 输出端口有200Ω负载电阻 3.3 5 9 

MGS12  3.3 5 16 

通直流, 无源被动 3.3 5 16 

设备电流 
MGS12和MGS12i标配   16 mA 

MGS12i 输出端口有200Ω电阻   100 mA 

最大供电电流 通直流，输出端供电   250 mA 

工作温度  -40  85 ℃ 

最大射频 

输入 

放大后 
最大无损射频输入 

  0 
dBm 

无源被动   30 
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射频特性参数表： 

性能指标 

 
Gain :0dB 

 

  
Gain :21dB                              无源被动 

频率 

（MHZ） 

增益（dB） 噪声（dB） 隔离（dB） 驻波比 

0 21 无源 0 5 21 0 21 无源 0 21 无源 

 S-1 S-2 S-1 S-2 S-1 S-2 S S S 1-2 1-2 1-2 S 1 2 S 1 2 S 1 2 

1150 -0.2 -0.1 20.8 20.8 -4.7 -4.7 4.0 2.0 0.7 30 11 9 1.6 1.1 1.2 1.6 1.5 1.5 1.3 1.5 1.5 

1176 -0.1 0.0 20.9 20.8 -4.7 -4.7 3.6 1.8 0.7 30 11 9 1.4 1.1 1.2 1.4 1.4 1.4 1.3 1.4 1.5 

1207 0.3 0.4 21.3 21.2 -4.7 -4.7 3.8 1.8 0.7 30 12 9 1.3 1.1 1.1 1.4 1.4 1.4 1.3 1.4 1.5 

1227 0.3 0.3 21.2 21.1 -4.7 -4.7 3.8 1.8 0.7 30 12 10 1.3 1.1 1.1 1.4 1.4 1.3 1.3 1.4 1.5 

1268 0.3 0.2 21.3 21.2 -4.6 -4.6 3.7 1.9 0.8 31 12 10 1.3 1.1 1.1 1.3 1.3 1.3 1.3 1.4 1.4 

1545 0.4 0.3 21.2 21.0 -4.4 -4.4 3.7 2.0 1.0 32 14 12 1.3 1.1 1.1 1.3 1.2 1.2 1.2 1.4 1.4 

1561 0.5 0.4 21.2 21.1 -4.4 -4.4 3.8 2.1 1.1 32 14 12 1.3 1.1 1.1 1.3 1.2 1.2 1.2 1.4 1.4 

1575 0.3 0.3 20.9 21.0 -4.4 -4.4 3.9 2.1 1.0 32 14 12 1.3 1.1 1.1 1.3 1.2 1.2 1.2 1.4 1.3 

1609 0.0 -0.1 20.5 20.5 -4.4 -4.4 3.9 2.2 1.0 32 13 13 1.4 1.1 1.1 1.4 1.1 1.1 1.2 1.4 1.4 

1650 -0.3 -0.4 19.7 19.6 -4.6 -4.7 3.9 2.2 1.2 33 13 13 1.4 1.1 1.1 1.5 1.1 1.1 1.2 1.4 1.4 
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订单信息和可选项 

 

 

 

 

 

 
 

 
 

 

 

  

 

 

 

 

 
 

Part Number: 

Standard: 

0dB gain, N Female,Pass DC IN&J1 

 
Gain Options: 
Blank(Standard)-0dB 
-Axx xx=01-20,Desired Gain Level 
-A Active,21dB gain 
-P Passive, 
 

Pass DC or Block DC Options: 
Blank(Standard)-Pass DC ln &J1 
Bl - Pass DC on J1 and Block DC In 
BO-Block DC Out and Pass DC In 
B- Block DC Out and ln 

MGS12 - A –TF BO- H96 

Connector In & Output 
Blank(Standard)- N Female 
-SF SMA Female  
-TFTNC Female     
- BF BNC Female     

Passed 96 hours salt spray test options: 
Blank(Standard)- Not passed 
H96 - Passed 

 

 

 

 

 

 
 

 
 

 

 

 

 

 

 

 

 
 

Part Number 

Gain Options： 
Blank (Standard)-0dB 
-Axx xx=01-21. Desired Gain Level 
A-Active, 21dB gain 
 

Connectors In & Output 
Blank (Standard)- N Female 
-NF N Female      
-SF SMA Female     
-TF TNC Female     
-BF BNC Female     
 

MGS12i - A – L - TF- H96 

Load Options： 
Blank(Standard): Output ports without 200Ωload 
L:Output ports with 200Ωload 

Passed 96 hours salt spray test options: 
Blank(Standard)- Not passed 
H96 - Passed 

 

产品尺寸 

 
频率参数表 

Gllobal/Compass Navigation  
Satellite Systems(GNSS/CNSS)
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GPS(USA)  L1,L2,L2C,L5 

Glonass(Russia)   G1,G2     
Galileo(Europian)       E5+/-15
L1,E1,E2,E5(E5a,E5b),E6  E5a+/-12   E5b+/-12
Compass (Beidou 2,China)       B3+/-10

Beidou 1

(China,Tx(LHCP)/Rx(RHCP)

IRNSS (India)        L5+/-15 S+/-15

OmniStar

5 2 6/3 6 1

E2 L1+/-17 E1E6+/-12 L6+/-5

L S

         G1+/-7

  B2+/-10 B1+/-2

L1+/-12

 O+/-14---->

     L5+/-12 L2/L2C+/-12 L6+/-5 L1+/-12

 G2+/-7

 


