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Configuration 

 

Connector 1 Type 1.85 Male 

Connector 2 Type 1.85 Female 

Connector Outer Contact Stainless Steel (SUS303), Passivation 

Connector Center Contact Beryllium Copper, Gold 

Cable Type Low Loss Stable Phase Test Cable 

Cable Diameter 2.3mm 

Electrical Characteristics 
 

Impedance 50Ω 

Frequency Range DC to 67GHz 

Insertion Loss ≤0.07dB/cm x Length(cm)+1.6dB, DC to 67GHz 

VSWR (Voltage Standing Wave Ratio) ≤1.35, DC to 67GHz 

Dielectric withstand Voltage 400 V rms 

Mechanical Phase Stability +5 Degree Max. 

Amplitude Stability +0.05dB Max. 

Different Cable Phase Match ±8 Degree Max. 

Mechanical Properties 
 

Mechanical Life 500 cycles 

Bending Radius (Minimum installation) 11.5 mm 

Environment Data 
 

Working Temperature -40℃ to +125℃ 

Order Information 

Dloorplf P/N Dloorplf Description 

RC9A-TD0-050S/G2 Low Loss Stable Phase Test Cable, 1.85(M) to 1.85(F),67GHz, Length 50 cm 

RC9A-TD0-100S/G2 Low Loss Stable Phase Test Cable, 1.85(M) to 1.85(F),67GHz, Length 100 cm 

RC9A-TD0-150S/G2 Low Loss Stable Phase Test Cable, 1.85(M) to 1.85(F),67GHz, Length 150 cm 

RC9A-TD0-xxxS/G2 Low Loss Stable Phase Test Cable, 1.85(M) to 1.85(F),67GHz, Length xxx cm 

CONTACT US 

sales@dpfcable.com 
http://www.dloorplf.com 
KUNSHAN DLOORPLF ELECTRONIC TECHNOLOGY CO., LTD 
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