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Model: ezcap328 Ver M328220613

Thanks for purchasing ezcap QUADA live switch. Please read this manual before use and keep it in
a safe place for future reference.

ezcap QUADA live switch is a small live production switch that automatically switches view mode
between four channel HDMI video sources, and connects it directly to your computer via USB. The
computer sees your ezcap QUADA live switch as a webcam. So, it can be streamed online using
your favorite online streaming application like OBS Studio. Even though ezcap QUADA live switch
is small and portable, you also can get the amazing level of control and professional features so it
is very powerful. You can use the high quality buttons on the built in control panel to perform more
complex switching.

We hope you get have lots of fun with your live production from ezcap QUADA live switch.

Overview

ezcap328QUADA Live Switch x1, Manual x1, USB-C to A cable x1, USB-C to C cable x1, 3.5mm

audio cable x1, Headset to microphone and earphone cable x1, 5V2A Power supply x1.
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1. HEADSET - 3.5mm CTIA headset for microphone input and earphone output, or use included
4-pole to 3-pole audio cable to connect with TRS microphone and earphone.

2. LINE IN -3.5mm TRS audio line input, connect to audio source device such as Mixer by
included3.5mm audio cable.

3. 1/2/3/4-HDMI input, to connect four channel HDMI sources in put by HDMI cable.

4. HDMI OUT-HDMI output, to connect to television by HDMI cable to monitor video.

5. PC-USB-C port, connect to computer USB 3.0port by included USB cable.

6. DC5V-Connect to 5V/2ADC power adapter.

7. HDMI OUT buttons- To switch view mode to monitor video sources status on television.

8. USB OUT buttons-To switch streaming video view mode on streaming application, and
automatically switch video source following the different interval time.

9. STILL button- To still and mute the current streaming video.

10. BLACK button- To switch the current streaming video to black view and mute.



11. HDMI inputs video switch buttons — To switch the single channel video for live streaming.
12. HDMI inputs audio control buttons —To control the audio from four channel HDMI inputs.
13. LINE buttons- To control the audio from line in audio.

14. MIC buttons— To control the audio from microphone.

The default view mode of USB OUT is single channel mode, and the default is channel 1. The MIC
and LINE default to their last working state. The view mode of HDMI OUT default to last working

state too.
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Start Work

Plugging in Power: Please plug in the included power supply adapter to DC5V port of device.

Plugging in Video Sources: Plug your HDMI cameras or other HDMI sources into HDMI IN ports



of ezcap QUADA Live Switch.

Plugging in Monitor and Testing Inputs: With your video sources connected, plug a HDMI
television into HDMI OUT port of ezcap QUADA Live Switch, and check all the inputs are working.
To check your sources, simply press One channel view mode button in HDMI OUT area of control

panel. With each press, the video on TV will switches from channel one to next, and cycles between

channel one to four.

(@ E

(w=) (m=)

HDMI OUT

Connect a Headset / Line in Audio and Test: Please plug a headset in HEADSET port of ezcap
QUADA Live Switch, and plug a line audio such as music player in LINE IN port. Press ON button in
MIC area of control panel, and you will hear the microphone sound through headset. Press ON
button in LINE area of control panel, and you will hear the line in sound through headset. If you

use the standalone microphone and headphone, please use the included headset to microphone

and earphone cable to connect them.

Connecting to OBS or Zoom, and Setting Device Source: Plug ezcap QUADA Live Switch to your
computer by included USB cable, and computer will recognize ezcap QUADA Live Switch as a
webcam, and you can select it as the webcam source in your streaming program, such as OBS or
Zoom. When you launch streaming software, simply set the software to use ezcap QUADA Live

Switch as the webcam and microphone.



OBS: Click on the + icon of OBS, and select Video Capture Device, and click OK of new window,
then select ezcap QUADA Live Switch in Device list. Please select Capture audio only in the
Audio Output Mode list. Tick Use custom audio device, and select ezcap QUADA Live Switch in

the Audio Device list. You will see the video from ezcap QUADA Live Switch appear in the preview

window.
Device ezcap QUADA Live Switch v
Deactivate
Configure Video
Configure Crosshar
[] Deactivate when not showing
Resolution/FPS Type Custom v
Resolution | 1920x1080 v
FPS Match Output FPS v
¥Video Format Any v
Color Space Default i
Color Range Default v
Buffering @ Auto—Dletect v
[ Flip Vertically
Audio Output Mode Capture audio only v

[ vse custom audio device

Audio Device HIMI (ezcap QUADA Live Switch) v

Defaults Cancel
Skype: Click the settings of Skype, and select audio & Video from the sidebar, click on the camera
menu and select ezcap QUADA Live Switch from the list. You will see the video from ezcap
QUADA Live Switch appear in the preview window. Go to microphone menu and select ezcap

QUADA Live Switch as your audio source.



Settings Ctrl+E25
Help and feedback
Disable split view mode
Q Keyboard Shortcuts Ctrl+/

Sign out

Chat v

VIDEO
"’Camera ezcap QUADA Live Switch Vv

+

/. Appearance

N

@ Audio & Video

Q calling
dbio
4
Microphone HDMI (ezcap QUADA Live Switch)
Automatically adjust microphone settings [ o]

Noise cancellation Auto (default) v

w If you wan ers to hear music. Learn more

Speakers Default communications device v

Zoom: Click settings of Zoom, click the video tab and select ezcap QUADA Live Switch from the

list, the video from ezcap QUADA Live Switch will appear in the preview window. Click the audio

tab and select ezcap QUADA Live Switch as the microphone.

ezcap QUADA Live Switch is ready to start your live streaming.

When you switch from one video source (such as channel 1) in your broadcast to another (such as

channel 2), a source can be any HDMI video signal connected to the HDMI inputs. Number 1

button is illuminated to indicate that channel 1 is currently live, press number 2 button, and

channel 1 will now immediately switch to channel 2, you will see number 2 button illuminated,



which means channel 2 is now live. You can also press number 3 or 4 button, and you will get the

same result as above.

USB OUT

When you want to switch video sources such as channel 1 to 4 that you connected automatically,
auto switching can help you. Press AUTO button, it is illuminated to indicate that live video will
automatically cycle your connected channel 1 to 4, and switching every 5 seconds. 10s, 20s, and

30s buttons indicate that the switching interval is 10, 20, and 30 seconds.

usSB OUT

You can press the view mode buttons in USB OUT area of control panel to switch streaming view
mode between four modes: One channel view mode, Quad-view mode, PIP mode (Picture in
Picture), and 1+3 mode. Press any view mode button, streaming video will be switched according
to the corresponding mode, and continuous pressing of a same view mode button can switch the

window position of each HDMI video channel.
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One channel view mode Quad-view mode PIP mode 1+3 mode

One channel view mode: Press the One channel view mode button, the live screen will switch to
channel 1. You can also directly press the Number 2, 3, or 4 to switch the single live video that you
want.

Quad-view mode: press this button to switch the streaming video to quad view as Quad-view
mode.

PIP mode: press this button to switch the streaming video to picture in picture of channel 1 and 2,
and press again to switch the position of channel 1 and 2.

1+3 mode: press this button to switch the streaming video to quad view as 1+3 mode, and press

again to switch the four channels position in a clockwise direction.

Press STILL button to still and mute the current streaming video, press it again to resume normal
live streaming. Press BLACK button to switch the current streaming video to black view and mute,

press it again to resume normal live streaming. It is an easy way to start and end live broadcasts.



When setting up your production or during your broadcast, you will likely want to control audio
levels if the sound is too quiet or loud. Pressing UP/DOWN arrow buttons for each input will
increase or decrease the audio level for the respective source. For example, if the presenter voice is

too loud and risks clipping, you can decrease the audio level by pressing the DOWN button

incrementally until the level is safe.

or ezcan
) () ()

QUADA Live Switch

Press the ON or OFF buttons will let you permanently enable the audio from the respective input
source, or turn its audio off completely.

ON: When the input audio is set to ON, the input audio will be heard permanently, even if the
source is not currently on live streaming.

OFF: When the input audio is set to OFF, the source audio will never be heard even if the source

video is on live streaming.
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HDMI OUT

You can press the view mode buttons in HDMI OUT area of control panel to switch monitor view
mode on television between four modes.

One channel view mode: Press this button to switch the monitor video to channel 1, and press
again to switch to channel 2, 3 and 4.

Quad-view mode, PIP mode (Picture in Picture), and 1+3 mode: Please refer to above Switching

Streaming View Mode - USB OUT.

Specifications
Interface USB 3.1 Gen1, USB Type-C
Video Input HDMI x 4

HDMI embedded x 4, 3.5mm3-pole TRS line input, 3.5mm4-pole CTIA
Audio Input
microphone input.

Video Output HDMI

Audio Output HDMI,3.5mm4-pole CTIA earphone output.

User Interface Switch and control buttons and indicators.

Resolution 480p60, 576p50, 720p50/p60, 1080i50/i60, 1080p30/p50/p60

USB Output Format | NV12, YUY2, RGB

Power Supply DC 5V2A




Dimensions

240(L) x 129(W) x 35(H) mm

Weight

4509

System requirements

Laptop

For 1080p60 recording: Intel Core i7-4810MQ, NVIDIA GeForce GTX 870M or above, 8 GB

Desktop

For 1080p60 recording: Intel Core i5-3330 or above (i7-3770 recommended),

NVIDIA GeForce GTX 650 / AMD Radeon R7 250X or above, 4 GB

MacOS High Sierra 10.15 and above, USB 3.0 port

iMac 2019: 3.2GHz 6-core Intel Core i7, Radeon Pro 555X with 2GB of GDDR5 memory, 16GB of

2400MHz DDR4 memory

MacBook Pro 2018:2.6GHz 6-core Intel Core i7, Radeon Pro 560X with 4GB of GDDR5

memory and above, 16GB 2400MHz DDR4 memory
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ezcap328QUADA S4&& x1, BEPH x1, Type-C it A &L x1, Type-C & AEEZ% x1, 3.5mm 3
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Windows 10, 64 {3z, USB 3.0 i[O x1
EicE K
4 4Kp30 % 1080p120:Intel Core i7-7700HQ, NVIDIA GeForce GTX1050 Ti, 8 GB

Fi#l 1080p60: Intel Core i7-4810MQ, NVIDIA GeForce GTX 870M, 8 GB
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Fil 4Kp30 % 1080p120:Intel Core i5-6XXX / AMD Ryzen 3 XXX, NVIDIA GTX 1060 / AMD RX 5700,
8 GB
il 1080p60: Intel Core i5-3330 or above (i7-3770 recommended), NVIDIA GeForce GTX 650 /

AMD Radeon R7 250X, 4 GB

iMac 2019: 3.2GHz 6-core Intel Core i7, Radeon Pro 555X, 2GB GDDR5, 16GB 2400MHz DDR4
Mac Book Pro 2018:2.6GHz 6-core Intel Core i7, Radeon Pro 560X, 4GB GDDRS5,

16GB2400MHz DDR4



